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Method, System and Computer Program Product for the 
Delivery of a Chat Message in a 3D Multi-User Environment 



Inventors: William Harvey 
5 Jason G. McHugh 

Fernando J. Paiz 
Jeffrey Ventrella 



Cross-Refer ence to Related Applications 

This application claims priority to provisional application entitled "User 
Interface for a 3D World," U.S. Patent Application No. 60/202,920, filed on May 
9, 2000 (incorporated by reference in its entirety herein). 

Background of the Invention 

Field of the Invention 

The present invention relates to a system, method and computer program 
product for delivering electronic messages. More specifically, the present 
invention relates to a method, system and computer program for delivering 
electronic "chat" messages. 



Computers have gained widespread acceptance as a means of 
communication between individuals. The real-time exchange of messages via a 
computer, or computer "chat," is a particularly popular method of on-line 
communication, as it permits the dynamic exchange of messages between remote 
computer users that is much like a real conversation. For this reason, chat is a 
particularly effective communication tool for social interaction. 
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In a typical chat session, when a participant types a line of text into his 
computer and then presses the Enter key, that participant' s words appear in a two- 
dimensional (2D) window on the computer screens of other participants, who can 
respond in kind. Two-dimensional chat systems of this type are well known and 
are commonly implemented through the use of specialized Internet utility 
programs or via client-server systems such as Internet Relay Chat (IRC). 

The use of chat programs in combination with three-dimensional (3D) 
multi-user environments is also known in the art. In a 3D multi-user 
environment, computer users interact with digital representations of each other, 
sometimes called "Avatars," and objects in a commonly-shared virtual 3D space. 
3D multi-user environments are often implemented in client-server systems, in 
which the server maintains a virtual 3D space and the client provides the user 
interface to that space. Chat is particularly useful in combination with social 3D 
multi-user environments that permit users to meet and converse with each other 
in 3D space. In addition, chat is useful with 3D on-line multiplayer games, in 
which many players interact, either cooperatively or competitively, and must 
communicate with each in order to respond to real-time events occurring in the 
3D game world. In 3D multi-user environments, the users typically view the 

3D world through a window, or 3D viewport, displayed on their computer 
screen. Conventional systems that combine chat with a 3D multi-user 
environment typically display chat messages in a 2D window that is adjacent to, 
or overlays, the 3D viewport. As such, these systems suffer from a number of 
disadvantages. For example, by allotting screen space to the 2D chat window, 
these systems necessarily provide smaller or obscured viewports into the virtual 
3D space. As a result, users may have a more difficult time perceiving and 
responding to events that occur in the 3D world. 

Also, these systems require the user to manage at least two interfaces in 
order to interact with other users, which can be difficult and may cause the user 
to miss events that occur in the 3D world or lose track of conversations that 
appear in the 2D window, or both. Because the user is required to deal with two 



distinct interfaces (2D and 3D) that have very different appearances and do not 
mesh seamlessly, the user will generally have a less immersive and less intuitive 
experience. 

Conventional systems that use both a 2D and 3D window are particularly 
disadvantageous in that they make it difficult to locate the digital representation 
of the sender of any given chat message in the 3D world, as there is no direct 
connection between the sender's chat message appearing in the 2D window and 
the sender's Avatar in the 3D world. Some of these systems attempt to establish 
such a connection by, for example, displaying name tags adjacent to the Avatars 
in the 3D world and also placing the sender's name adjacent to the sender's chat 
message in the 2D window. By looking at the name adj acent to the chat message 
in the 2D window and then scanning the 3D window for an Avatar with a 
matching name tag, the recipient of the message can attempt to locate the digital 
representation of the sender in the 3D world. However, because the recipient is 
required to scan at least two interfaces to locate the sender's Avatar, this solution 
is less than ideal and can cause the recipient to miss events that occur in the 3D 
environment as well as lose track of messages appearing in the 2D window. 
Also, this solution simply does not work when the sender's Avatar is behind the 
recipient or otherwise outside of the view of the recipient' s 3D viewport. Similar 
correlation schemes involving color coding or some other association between the 
2D chat message and the Avatars in the 3D viewport suffer from the same 
disadvantages. 

These systems are also disadvantageous in that they do not indicate in 3D 
space the direction from which a chat message originated. As a result, the 
recipient of the chat message is not given an indication of the location of the 
digital representation of the sender in the 3D world. 

These systems are also disadvantageous in that chat messages are limited 
to two-dimensional text, and do not include any graphic, audio or animation 
component. Thus, senders of chat messages in conventional systems are unable 
to customize their chat messages with a graphic, audio or animation component, 



thereby generating a unique "signature" for the sender that enhances the ability 
of the recipient to identify the sender of the message. 

Summary of the Invention 

The present invention is directed to a chat system for delivering a message 
between a sender and a recipient in a three-dimensional (3D) multi-user 
environment, wherein the 3D multi-user environment maintains respective 
digital representations of the sender and the recipient. Embodiments of the 
invention include a recipient interface that receives a message, maps the message 
to a texture to generate a textured message, and renders the textured message in 
the 3D multi-user environment so as to permit the recipient to visually ascertain 
the location of the digital representation of the sender. 

Alternate embodiments of the invention include a sender interface and a 
recipient interface that includes a recipient viewport. The recipient interface 
receives a message from the sender interface, maps the message to a texture to 
generate a textured message, periodically determines the location of the digital 
representation of the sender and the location of the digital representation of the 
recipient, and periodically renders the textured message in the three-dimensional 
multi-user environment along a path between the location of the digital 
representation of the sender and the location of the digital representation of the 
recipient, so as to permit the recipient to visually ascertain the location of the 
digital representation of the sender through the recipient viewport. 

In an embodiment of the invention, the sender interface and recipient 
interface each comprise software modules and the messages are sent over the 
Internet. 

The invention is advantageous in that it permits the delivery of a chat 
message in a 3D multi-user environment without requiring the use of both a 3D 
viewport and a separate 2D window. Accordingly, the invention allows screen 
space to be conserved for the 3D viewport, which provides the user with a better 
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view into the 3D world and thereby generates a more immersive and intuitive 
experience for the user. In on-line multiplayer games that involve interaction 
with objects or other players in a 3D world, it is critical to provide as large a 
viewport as possible so that players can effectively perceive and respond to game 
5 events. 

The invention is also advantageous in that it permits the delivery of a chat 
message in a 3D multi-user environment via one integrated viewport, rather than 
via two or more windows. Because the invention permits the recipient of a chat 
message to view the chat message and interact with the 3D world via the same 
10 interface, the recipient is better able to avoid missing events in the 3D world 

and/or losing track of chat messages. 

Another benefit of the invention is that it permits the recipient of a chat 
message in a 3 D multi-user environment to locate the digital representation of the 
sender of the chat message in the 3D world, even when the digital representation 
15 of the sender is outside the scope of the recipient's 3D viewport. 

Yet another benefit of the invention is that it permits the recipient of a 
chat message in a 3D multi-user environment to determine the direction from 
which a chat message originated. Accordingly, the recipient of a chat message 
is given an indication of the location of the digital representation of the sender in 
20 the 3D world. 

A further advantage of the invention is that it supports chat messages with 
a graphic, audio or animation component customizable by the sender. The sender 
is thereby permitted to customize a chat message to generate a unique "signature" 
that enhances the recipient's ability to identify the sender of the message. The 
25 graphic, audio or animation component can also be utilized to indicate the content 

of the chat message or the intended number of recipients of the chat message. 

A further benefit of the invention is that it manages received messages on 
a 3D viewport in a manner that ensures legibility of received messages and 
indicates the location of the digital representation of the sender in the 3D world. 
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Additional features and advantages of the invention will be set forth in the 
description that follows, and in part will be apparent from the description, or may 
be learned by practice of the invention. The objectives and other advantages of 
the invention will be realized and attained by the system and method particularly 
pointed out in the written description and claims hereof as well as the appended 
drawings. 

Brief Description of the Figures 

The accompanying drawings are included to provide a further 
understanding of the invention and are incorporated in and constitute part of this 
specification. The drawings illustrate the preferred embodiment of the invention 
and together with the description serve to explain the principles of the invention. 

FIG. 1 is a block diagram of a distributed chat interface system according 
to one embodiment of the present invention. 

FIG. 2 is a high-level block diagram of an example local chat system 
according to one embodiment of the present invention. 

FIG. 3 is a block diagram that illustrates the inputs and outputs of the chat 
local display according to one embodiment of the present invention. 

FIG. 4 is a message flow diagram of the components of the distributed 
chat interface system according to an example implementation of the present 
invention. 

FIG. 5 is an exemplary chat message wad object according to an 
embodiment of the present invention. 

FIG. 6 is an exemplary drawing parameters object of the chat message 
wad according to an embodiment of the present invention. 

FIG. 7 is a flowchart that describes the high level routine for local chat 
according to an embodiment of the present invention. 

FIG. 8 is a flowchart further describing the step of creating chat wad in 
the flowchart of FIG. 7 according to an embodiment of the present invention. 
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FIG. 9 is a flowchart further describing the step of determining the 
drawing parameters of the chat message in the flowchart of FIG. 8 according to 
an embodiment of the present invention. 

FIG. 10 is a flowchart further describing the step of scrolling up 
5 previously displayed chat messages in the flowchart of FIG. 7 according to an 

embodiment of the present invention. 

FIG. 1 1 is an exemplary screen layout illustrating the default locations 
and functionality of user interface objects available to the user according to an 
embodiment of the present invention. 
10 In FIGS.. 12, 13 and 14 are exemplary screen shots illustrating local chat 

according to an embodiment of the present invention. 

FIGS. 15A-15B is a flowchart showing a method for delivering a chat 
message in a 3D multi-user environment in accordance with the present 
invention. 

1 5 FIGS . 1 6 A- 161 show example textured messages and animation textures 

according to embodiments of the invention. 

FIGS. 17A-17C depict example rendering paths for the 3D transition of 
a textured message according to embodiments of the invention 

FIGS. 1 8A-1 8F depict the delivery of a chat message from a sender to a 
20 recipient according to an embodiment of the invention. 

FIGS. 19A-19F depict the delivery of a chat message from a sender to a 
recipient according to an embodiment of the invention. 

FIGS. 20A-20F show the management of textured messages as two- 
dimensional elements on a recipient viewport in an embodiment of the invention. 
25 FIGS. 2 1 A-2 1 F depict the delivery of a chat message with an additional 

animation component according to an embodiment of the invention. 

The present invention will now be described with reference to the 
accompanying drawings. In the drawings, like reference numbers indicate 
identical or functionally similar elements. Additionally, the left most digit(s) of 
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a reference number identifies the drawing in which the reference number first 
appears. Although several preferred embodiments of the present invention are 
particularly shown and described below, one skilled in the art will appreciate that 
various changes in forms and details may be made without departing from the 
spirit and scope of the invention as defined in the appended claims. 

Detailed Description of the Preferred Embodiments 

A. Overview of the Invention 

The present invention is directed to a chat system, method and computer 
program product for delivering a message between a sender and a recipient in a 
three-dimensional multi-user environment, in which the three-dimensional multi- 
user environment maintains a digital representations of the sender and the 
recipient. The chat system includes a recipient interface. According to the 
present invention, the recipient interface receives a message, maps the message 
to a texture to generate a textured message, and renders the textured message in 
the three-dimensional multi-user environment in a manner that permits the 
recipient to visually ascertain the location of the digital representation of the 
sender in the 3D world. The invention will now be further described in reference 
to FIGS. 1-21. 

B. System A rch itecture O vervie w 

FIG. 1 is a block diagram representing an example operating environment 
of the distributed chat interface system of the present invention. It should be 
understood that the example operating environment in FIG. 1 is shown for 
illustrative purposes only and does not limit the invention. Other 
implementations of the operating environment described herein will be apparent 



to persons skilled in the relevant art(s) based on the teachings contained herein, 
and the invention is directed to such other implementations. 

Referring to FIG. 1 , an Avatar manager 1 02, a host server 1 04, a network 
106, a local chat system 108, a user interface (UI) 1 10 and a chat local display 
1 1 2 is shown. Avatar manager 1 02 and host server 1 04 are considered server side 
components of the present invention. Local chat system 108, user interface (UI) 
110 and chat local display 112 are considered client side components of the 
present invention. 

Only one Avatar manager 102, host server 104, local chat system 108, 
user interface (UI) 110 and chat local display 1 1 2 is shown for clarity. In general, 
any number of these components can be included in the distributed chat interface 
system of the present invention. Each of these components is briefly described 
next. 

Avatar manager 1 02 is a server side component that handles multiple 
Avatars. In fact, Avatar manager 1 02 is responsible for storing all chat messages 
that are exchanged via the distributed chat interface system. This allows for the 
persistent storage of chat messages. Persistent storage of chat messages by 
Avatar manager 102 allows users to access Avatar manager 102 days later to 
view what was said during a particular chat session in which they participated. 

The other server side component is host server 104. Host server 104 
receives the chat messages from the client side components via network 106. 
Host server 104 then provides these chat messages to Avatar manager 102 for 
persistent storage. Host server 1 04, among other things, is responsible for hosting 
chat (and/or game playing) and communication (including control and data flow) 
between a user's interface and the chat (and/or game play) environment. In 
addition, host server 104 demultiplexes chat messages and requests for data that 
arrive from the client side components and from other Avatar managers. 

Network 106 connects the server side and client side components of the 
present invention. Network 106 can be any type of computer network or 
combination of networks including, but not Hmited-to. circuit switched and/or 
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packet switched networks. In one example, network 106 includes the Internet. 
Any conventional communication protocols can be used to support 
communication between the components of the distributed chat interface system. 
For example, a TCP/IP suite can be used to establish links and transport data. A 
World Wide Web-based application layer and browser (and Web server) can also 
be used to further facilitate communication between the components shown in 
FIG. 1 . However, these examples are illustrative. The present invention is not 
intended to be limited to a specific communication protocol or application, and 
other proprietary or non-proprietary network communication protocols and 
applications can be used. 

Local chat system 1 08 is a client side component and is responsible for 
managing a user's chat file. A user' s chat file is a file that contains chat messages 
sent both from and to the user during the particular session. These chat messages 
are eventually stored-by Avatar manager 102 for persistent storage and later 
retrieval by the user. Local chat system 1 08 is also responsible for receiving chat 
messages and dispatching them to the correct user (or Avatar), managing system 
messages, and so forth. The various components that make up local chat system 
108, and the interaction between them, will be described in detail below with 
reference to FIG. 2. 

UI 1 10 is also a client side component and is responsible for accepting 
and sending user input (or interface) events to local chat system 108 and chat 
local display 1 1 2. Examples of user input events include, but are not limited to, 
relevant button clicks and keyboard events when the user types in a chat message. 

Chat local display 1 12 maintains and tracks a list of chat message wads. 
Each chat message wad contains one chat message, along with state and 
structures required to animate and display the chat message in the 3D world. The 
chat message includes the message sent by the user, the time, recipient animation 
attributes, appearance attributes, and so forth. The chat message wad of the 
present invention is described in more detail below with reference to FIGS. 5 and 
6. Internally, chat local display 1 12 includes a data structure that grows as 
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nuraber of active chat message wads grow. Chat local display 1 12 also includes 
logic to maintain and track the list of chat message wads. Chat local display 1 12 
is described in more detail below with reference to FIGS. 3 and 11. 

Prior to describing the various components that make up local chat system 
5 108 (and the distributed chat interface system in general), and the interaction 

between them, the user interface objects (or elements) of the present invention 
will be described next with reference to FIG. 1 1 . 

C. User Interface Objects of the Present Invention 

10 The present invention provides these user interface objects to provide cues 

to guide the user from the 3D world to the 2D world, and vice-versa. Therefore, 
most of the components that make up the distributed chat interface system 
perform functions or tasks that create and/or manage the user interface objects. 
The exemplary screen layout of FIG. 1 1 illustrates the default locations and 

15 functionality of user interface objects available to the user according to one 

embodiment of the present invention. These objects include, but are not limited 
to, a 3D viewport 1 100, one or more Avatar name tags 1 102, a local chat handle 
1 104, one or more local chat message wads 1 106, a local chat area 1 107, a chat 
entry area 1 1 08 (which includes a chat mode button 1 1 1 0, a specific recipient list 

20 1 1 09 and a chat text entry area 1 1 12), a dashboard 1 1 14, a items window 1116 

and an exemplary tool tipl 118. Each of these user interface objects are described 
next. 

In FIG. 1 1, the exemplary screen layout includes 3D viewport 1 100. In 
one embodiment of the present invention, 3D viewport 1 100 is the entire screen. 
25 Using the entire screen for 3D viewport 1 100 is advantageous in that it provides 

as much screen space as possible to the 3D viewport, so as to allow the user a 
better view into the 3D world and thereby generate a more immersive and 
intuitive experience for the user. In on-line multiplayer games that involve 
interaction with objects or other players in a 3D world, it is critical to provide as 
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large a viewport as possible so that players can effectively perceive and respond 
to game events. In addition, 2D user interface objects are overlaid on 3D 
viewport 1 100 over the view into the 3D world to help create one experience for 
the user. A camera is a logical object that follows the user' s Avatar and provides 
the perspective on the rendered scene. What is rendered in the 3D viewport 1 1 00 
is determined by the camera's position, orientation and field of view. The 
windshield of the present invention is a plane projected in front of a user's 
camera. Objects "stuck to" the windshield appear to be hovering in 3D space. 

A considerable portion of the windshield space (i.e., 3D viewport 1 100) 
is occupied by the user interface objects related to local chat. Local chat refers 
to text chat with other Avatars who are within a given radius (e.g., 25M in a 
virtual game world distance) from a user's Avatar. Unlike other types of instant 
messaging, the present invention provides a physical world where proximity to 
others allows users to share physical, as well as social, experiences other than 
chatting. 

Local chat handle 1 104 allows users to set the height of local chat area 
1 107. Thus, the height of local chat area 1 107 varies. Local chat handle 1 104 
can also be used to get additional chat options (such as chat logs) by right 
clicking on local chat handle 1104. Local chat handle 1104 is displayed by 
default, but may be removed by the user as an option. 

One or more local chat message wads 1 106 contain chat message objects 
from Avatars and appeal" in the local chat area 1 1 07 between the local chat handle 
1 104 and the bottom of 3D viewport 1 100. The chat message will center itself 
horizontally on the screen so that it is lined up with the Avatar that sent the 
message. The chat message continues to horizontally align itself as the Avatar 
moves in the 3D world. In order to be less obtrusive, older message objects 
become more translucent as they go higher up local chat area 1 107 (i.e., as they 
move up the screen). However, at any time no two chat message wads 1 106 
overlap. This is due to the fact that message objects in the chat message wads 
1 106 occupy different rows in local chat area 1 107. The present invention also 
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allows the user to recreate the flow of the conversation at any time by following 
the message objects on the screen from the oldest message (at the top of local 
chat area 1 107) to the newest message (at the bottom of local chat area 1 107). 

Also there is a 3 D animation or message transition from the sender Avatar 
5 to local chat area 1 107 when a message object is sent. This animation helps to 

further link the chat message wad 1 106 with the sender in the 3D world. Thus, 
every new message object is added to local chat area 1 1 07 with a 3D animation. 
This transition can be customized by the sender (e.g., path shape, trails, speed, 
etc.) and helps to cue the user as to the location of the Avatar communicating 

10 with him or her. 

The name of the Avatar is not needed in the message obj ect because of the 
way the user interface of the present invention is designed. Chat message wads 
1 1 06 are linked to their author both spatially and aesthetically. The customized 
stylistic choices on the part of the sender create a "voice" for their text chat which 

15 will soon become familiar to the users they frequently encounter in the present 

invention. This allows the present invention to save screen real estate by omitting 
the sender's name from the standard display of chat message wads 1 106. At any 
time, a user may mouse over a message object and be reminded who sent it with 
a pop-up tool tip. 

20 As mentioned above, the number of local chat message wads 1106 

increases as more chat messages are received from an Avatar. Local chat 
message wad 1 1 06 is made up of multiple objects, including: the actual chat (i.e., 
text) message, texture, some drawing parameters about the texture, the author's 
name of the message, etc. The objects of chat message wad 1106 will be 

25 described in detail below with reference to FIGS. 5 and 6. 

Local chat area 1 107 is the area on 3D viewport 1 100 between local chat 
handle 1 104 and chat entry area 1 108. Local chat area 1 107 is the area when one 
or more local chat message wads 1 106 are displayed. 

Chat entry area 1 1 08 is comprised of chat mode button 1110 and chat text 

30 entry area 1112. Chat mode button 1110 allows the user to cycle through various 
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modes of communication. The default mode is "speak" mode. This sends 
messages to all users in local chat area 1 107. "Whisper" mode allows a user to 
send a private message to a single other user or Avatar in local chat area 1 107. 
When in whisper mode, a list box with the names of local Avatars and the 
members of a user's buddy list appears to select a recipient. This entry area is 
also configurable from the outside, to allow it to be configured with a recipient 
when the user double clicks on an Avatar figure or Avatar name tag 1 1 02. The 
final chat mode is "shout" mode which reaches all users currently known by the 
user's server. 

Chat text entry area 1 1 1 2 is a translucent text edit box that the user types 
in his or her message. Chat text entry area 1112 also indicates to which Avatar 
the user is "speaking," "whispering" or "shouting". 

One important challenge faced in presenting the local chat is tying the 
messages to the Avatars sending them in the 3D world. It is important for There 
users to be able to make visual contact and know that they have done so. 
However, because the Avatars may be obscured, in a crowd or behind the user's 
camera, it is sometimes hard just to identify an Avatar's position in the world. 
To address that problem, the present invention provides Avatar name tags 1 102. 

Avatar name tags 1 102 are located at the very top of the screen directly 
above the Avatars' heads. Name tags 1 102 serve both to identify Avatars in the 
local area and to identify the chat associated from that Avatar by aligning the 
name tag horizontally on the screen with the Avatar and all of the messages the 
Avatar sent. Name tags 1102 track an Avatar's motion in the 3-D world and 
appear far right or far left for Avatars not in view. An arrow below Avatar name 
tag 1102 serves both to remind the user of the other Avatar's position and 
provides an easy place for the user to click to bring a name tag to the foreground 
in the event that two name tags overlap. Avatar name tags 1 1 02 are displayed by 
default, but could be removed by the user as an option. In an embodiment of the 
present invention, an Avatar's name tag 1 102 automatically pops up to the front 
of other objects displayed on 3D viewport 1100 when a new message object 
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arrives for that Avatar. Avatar name tags 1 102 are ordered (on the z plane from 
the camera's perspective) based on distance from the user's Avatar to the Avatar 
for the name tag. 

In an embodiment of the present invention, Avatar name tags 1102 
indicate to the user which Avatars are in "hearing" range of the user's Avatar. 
This is done by displaying ears (or another indicator) on the name tag of all 
Avatars within "hearing range" of the user's Avatar. Once an Avatar is not 
within "hearing range", then the ears on the Avatar's name tag disappears. This 
indicates to the user which Avatars the user can and cannot contact in local chat 
of the present invention. Because of network delays, it is possible that at times 
the user may think a particular Avatar is within "hearing range", and at the same 
time that same Avatar may not believe it is within "hearing range" of the user. 
Therefore, the calculation of which Avatars are within the "hearing range" is done 
by the client side components (i.e., locally). 

Dashboard 1 1 14 is the user's jumping off point for all other (non local 
chat related) user interface objects. It includes icons for commonly used actions 
toolbars and windows. Dashboard 1114 is essentially a toolbar. The idea is to 
use a very small portion of the screen to allow the user access to functionality 
they might need. This functionality must be broken down into several main 
categories, which then receive icons on the dashboard. Depending on the 
importance of a given function, it may map directly to one of these icons (such 
as enabling voice chat) or may be nested in a configuration page that is brought 
up by the icon (such as customization options). Stylistically, the dashboard 
should also tie closely with chat entry area 1 108 since they share the bottom of 
the screen and are the only two objects that are always visible. 

Items window 1 1 16 is a floating window that displays the user's items 
including, but not limited to, any weapons, money, and so forth, that the user has 
to interact with the present invention. Items window 1116 may be moved, closed 
or minimized. In addition, items window 1116 has a title bar. border and/or 
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background color. Items window 1116 may be translucent so as to not 
completely obscure the action in the 3D world. 

Exemplary tool tip 1118 floats over the mouse, and in this case displays 
the name of the Avatar. Almost everything in the present invention can provide 
5 tool tip text to a tool tip manager. The tool tip manager is responsible for 

determining who should display a tool tip and render it for the user. The tool tip 
manager of the present invention makes up a part of the basic user interface 
element (or object) interaction provided to users. Other parts of the basic user 
interface object interaction includes a drag and drop manager and a pull down 
10 menu manager. All three are described in more detail with reference to FIG. 4 

below. Next, the various components that make up local chat system 1 08, and the 
interaction between them, will be described with reference to FIG. 2. 

D. Local Chat System of the Present Invention 

In FIG. 2, local chat system 1 08 includes an Avatar session manager 202, 
15 a chat log 204, a chat sender 206 and a local Avatar tracker 212. As stated above, 

local chat system 108 is a client side component and therefore focuses on the 
current or active chat session that involves the user. Chat log 204 stores all of the 
messages sent to the user. These messages are sent via network 1 06 from host 
server 104 and Avatar manager 102 (i.e., the server side components of the 
20 present invention). As stated above, Avatar manager 102 handles multiple 

Avatars and stores all messages sent to the Avatars. Therefore, any messages 
sent to the user (or the user' s Avatar) is also stored by Avatar manager 1 02 . Chat 
log 204 polls Avatar manager 102 to determine if any new messages have been 
sent to the user. How this polling may be accomplished is described in detail 
25 with reference to FIG. 4 below. If chat log 204 receives a new message for the 

user it then dispatches the message to chat local display 112. 

Chat sender 206 manages all messages sent from the user to other 
Avatars. These messages are sent via network 106 to host server 1 04 and Avatar 
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manager 1 02. How this is accomplished by the present invention will be further 
explained with reference to FIG. 4 below. 

Finally, local Avatar tracker 212 manages Avatar name tags 1 102 (FIG. 
1 1). Local Avatar tracker 212 is constantly polling to find the current positions 
5 of Avatars in 3D viewport 1100 so to reposition Avatar name tags 1102 

accordingly. As stated above, in an embodiment of the present invention, Avatar 
name tags 1102 are located at the very top of the screen directly above the 
Avatars' heads. Name tags 1 102 serve both to identify Avatars in the local area 
and to identify the chat associated from that Avatar by aligning Avatar name tags 
10 1102 and chat wads on the same horizontal plane. Name tags 1102 track an 

Avatar's motion in the 3-D world and appear far right or far left for Avatars not 
in view. Chat local display 1 12 is described next with reference to FIG. 3. 

E. Chat Local Display of the Present Invention 

In FIG. 3, chat local display 1 1 2 receives inputs from various components 
15 of local chat system 1 08 (including 3D positions of potential Avatars 3 04, current 

camera position 306 and a text chat message 308). Chat local display 1 12 may 
also receive a user interface event 302 from UI 110. Based on the type of user 
interface event 302, chat local display 112 informs either a drag and drop 
manager 310, a tool tip manager 312 or a pull down menu manager 314 to 
20 manage user interface event 302. Chat local display 1 1 2 uses inputs 3 04, 3 06 and 

308 to produce the message graphic in 3D and its 3D position, as indicated by 
output 316. 

Inputs 304, 306 and 308 will be described first. Input 304 consists of the 
3D positions of potential Avatars that chat local display 1 12 must be aware of in 
25 order to determine the 3D position of output 316. Input 304 is sent to chat local 

display 1 12 by local Avatar tracker 212. 

Input 306 consists of the camera position of the user, among other things. 
The camera position is indicated by three values including: position, orientation 
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and the field of view (fov). What is rendered in the 3D viewport 1100 is 
determined by the camera's position, orientation and field of view. Input 306 is 
also sent to chat local display 1 12 by local Avatar tracker 212. 

Input 308 is the text chat message that one Avatar has sent to another. 
Input 308 is sent to chat local display 1 12 by chat log 204. 

As described above, chat local display 1 12 maintains and tracks a list of 
chat message wads. Each chat message wad contains one chat message, along 
with state and structures required to animate and display the chat message in the 
3D world. The chat message includes the message sent by the user, the time, 
recipient animation attributes, appearance attributes, and so forth. Chat local 
display 112 takes input 308 (i.e., text chat message) and creates a new chat 
message wad. Also described above, is how chat local display 1 12 handles the 
3D animation or message transition from the sender Avatar to local chat area 
1 1 07 when a message object is sent. This animation helps to further link the chat 
message wad 1 106 with the sender in the 3D world. Every new message object 
is added to local chat area 1 1 07 with a 3D animation. The transition helps to cue 
the user as to the location of the Avatar communicating with him or her. This 
transition can be customized by the sender (e.g., path shape, trails, speed, etc.) 
and are stored as objects in the chat message wad 1106. The objects of chat 
message wad 1 106 are described next with reference to FIGs. 5 and 6. 

FIG. 5 illustrates that exemplary chat wad objects 502 include a chat 
message object 504, an author name object 506, an author key object 508, a time 
object 510 indicating when the chat message was received, a channel object 512 
indicating on which channel the chat message sent, and a drawing parameters 
object 514. As illustrated in FIG. 6, drawing parameters object 5 14 is further 
broken into a texture object 602, a font object 604, a color object 606, a point size 
object 608, a transition state object 61 0, a transition sound object 612, a transition 
animation object 614 and a chat mode object 616. How chat local display 1 12 
uses chat wad objects 502 to accomplish the transition (or animation) is described 
in detail below in Section I with references to FIGS. 1 5-21. 
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F. User Interaction with the Present Invention 

User interface event 302 may be the result of user interaction with one or 
more user interface objects described above with reference to FIG. 1 1 . Once chat 
local display 112 receives a user interface event 302 from UI 110, chat local 
5 display 1 1 2 determines whether to send the event to either drag and drop manager 

310, tool tip manager 3 1 2 or pull down menu manager 3 1 4 to carry out event 302 . 
User interaction with the present invention is next described in more detail. 

The following table illustrates a partial list of user interaction with the 
user interface objects of the present invention, along with each interaction's 
10 triggered response, as they relate to the mouse interface of the present invention. 



USER ACTION 


TRIGGERED RESPONSE 


Mouse hovers over an object. 


A floating tool tip is brought up near 
the cursor. 


Left Click 


Can be used to select an object, 
menu item or pull up a tool tip. 


Right click 


A context sensitive drop down menu 
of object interactions is displayed 
near the cursor. 


Double (left) click 


Executes default object action 


Drag and Drop (with left mouse 
button) 


Used to move objects around the 
world and onto other objects, 
combine objects, equip objects, use 
one object on another object (e.g., 
key on door), etc. 



20 The tool tip and right-click functions are key parts of a user's interaction 

with the present invention. Most user interface objects in FIG. 1 1 support these 
two functions. These functions aid a user in his or her interaction with the 
present invention. In fact, users can identify an element or object by merely 
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mousing over it and determining what they can do to it with the right-click menu. 
Furthermore, this right click menu also clearly identifies the default interaction 
by rendering the option in a different style. In this way an advanced user will 
know that the next time they encounter the object they can just double click to 
5 perform that action. Note that the list of object interactions, and the default may 

be different depending on the current context. For example, a carriable item may 
have a default action to pick it up when on the ground, but default to using or 
examining it once in the user's inventory. 

To facilitate the user's dealings with items in their possession, objects in 

1 0 item window 1 1 1 6 (FIG. 1 1 ) support all the same methods of interactions as they 

do in the 3D world. The present invention makes no distinction between objects 
currently represented in 2D or 3D. 

Drag and drop manager 310 supports the drag and drop function of the 
present invention. Dragging and dropping items is supported to perform actions 

15 that move an object from one place to another. A prime example is picking up 

and dropping objects in the 3D world. Picking up an item is possible by dragging 
it from the 3D world onto either the user's Avatar or item window 1116. When 
an object from the 3D world is dragged, an icon of the object is used to represent 
it. This same icon is used to represent the object in all 2D interfaces (such as in 

20 item window 1 1 1 6 and trade windows). The drag and drop function may also be 

used to initiate interactions between different objects. In order to make it clear 
if dropping a dragged item in a given place will produce a response, the dragged 
icon may change to indicate if something is willing to accept the dragged object. 
In the case where more than one interaction is possible, a menu of possible 

25 interactions between objects could be brought up when the object is dropped. 

How the user can interact with other Avatars is described next. 

Avatars in 3D viewport 1 100 can be interacted with in many of the same 
ways as other objects in 3D viewport 1100. However, because user to user 
interactions are a primary focus of the present invention, it also supports 

30 additional features. One important feature that is provided by the present 
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invention is the atomic exchange of virtual possessions through a trade window. 
The trade window can be brought up by dragging an item from the user's item 
window 1116 onto another Avatar or directly onto the trade window. Additional 
interactions are available for users to customize their communication to other 
5 users (or Avatars) by adding them to their buddy or ignore lists. These options 

can be accessed through drop down menus (via pull down menu manager 314). 
This is available by right-clicking other Avatars or their name tags. Also, private 
messages can be "whispered" to other Avatars by double-clicking or through the 
right-click menu. Communication between components of the distributed chat 
10 interface system is described next with reference to FIG. 4. 

G. Communication Between Components of the Present Invention 

FIG. 4 is a message flow diagram illustrating communication between 
some of the components of the distributed chat interface system to facilitate chat 
according to an example implementation of the present invention. The 

15 components shown in FIG. 4 include Avatar manager 102, chat log 204, chat 

sender 206, UI 1 1 0, chat local display 1 1 2, a chat message 402 and a chat instant 
messaging window 404. As introduced above with reference to FIG. 2, chat log 
204 stores all of the messages sent to the user. These messages are sent via 
network 106 from host server 104 and Avatar manager 102 (i.e., the server side 

20 components of the present invention). As stated above, Avatar manager 102 

handles multiple Avatars and stores (on persistent storage) all messages sent to 
the Avatars. Therefore, any messages sent to the user (or the user's Avatar) is 
also stored by Avatar manager 1 02. 

Chat log 204 does a polling on Avatar manager 102 to determine if any 

25 new messages have been sent to the user. In one embodiment of the present 

invention, network 106 is the Internet. Therefore, chat log 204 must 
communicate with Avatar manager 1 02 via the Internet. In an embodiment of the 
present invention, chat log 204 does the polling on Avatar manager 102 by 
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sending a request using the Hyper-Text Transfer Protocol (HTTP). HTTP is well 
known in the relevant art. 

Once Avatar manager 102 receives the HTTP request from chat log 204, 
Avatar manger 102 sends a Extensible Markup Language ("XML") document 
to chat log 204. The XML document is implemented as a tree data structure. 
XML is a presentation markup language and is used as a data description 
language. Tree data structures and XML are also well known in the relevant art. 
Once chat log 204 receives the XML document from Avatar manager 102, chat 
log 204 traverses the tree data structure and makes a decision as to what types of 
actions need to be taken. For example, if chat log 204 determines that a new chat 
message has been sent to the user, then chat log 204 sends the chat message to 
chat local display 1 1 2 via UI 1 1 0 (as illustrated in FIG. 3 with chat message 308). 

Chat sender 206 routes all messages sent from the user to other Avatars. 
As shown in FIG. 4, the user enters chat message 402 into UI 110. UI 110 
forwards chat message 402 to chat sender 206. Chat sender 206 forwards chat 
message 402 to all relevant Avatar managers 1 02 via network 1 06 and host server 
104. When network 106 is the Internet, chat sender 206 sends the chat message 
via a HTTP post. Exemplary screen shots in FIGs. 12-14 illustrate this sequence 
of events. In FIG. 13, the user has entered the chat message "Hey Hello There! 
How are you doing???" into chat text entry area 1112. In FIG. 12, the 3D chat 
message is flying through the chat text entry area 1112. In FIG. 14, chat local 
display 112 has already completed the transition and has displayed the chat 
message in local chat area 1 1 07 under the appropriate Avatar. As stated above, 
local chat refers to text chat with other Avatars who are within a given radius 
(e.g., 25M) from a user's Avatar. FIG. 7 is a flowchart that describes the high 
level routine for local chat of the present invention. 
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H. Routine for Local Chat of the Present Invention 

In FIG. 7, flowchart 700 starts at step 702. In step 702, chat local display 
112 creates the necessary chat wad objects 502 (FIG. 5) for the new chat 
message. Control then passes to step 704. 

In step 704, chat local display requests the author/Avatar's 3D position 
from local Avatar tracker 212 (FIG. 2). The author/Avatar is the author of the 
new chat message. Control then passes to step 706. 

In step 706, chat local display creates and renders the 3D to 2D transition 
of the chat message. Control then passes to step 708. 

In step 708, chat local display 1 12 scrolls up the chat messages that have 
previously been displayed. Control then passes to step 710. 

In step 710, chat local display 112 displays the chat message at the 
appropriate location in local chat area 1 107. Flowchart 700 ends at this point. 

FIG. 8 is a flowchart further describing the step of creating chat wad 
objects 502 in FIG. 7. In FIG. 8, control starts at step 802. In step 802, chat local 
display 1 1 2 receives a new chat message. The new chat message is stored as chat 
message object 504 in chat wad object 502. Control then passes to step 804. 

In step 804, chat local display 112 determines the author's name who 
created the chat message. Once determined, the author' s name is stored in author 
name object 506 in chat wad object 502. Control then passes to step 806. 

In step 806, chat local display 112 determines the author's key (i.e., 
unique identifier) who created the chat message. Once determined, the author's 
key is stored in author key object 508 in chat wad object 502. Control then 
passes to step 808 . In step 808, chat local display 1 1 2 determines the time the 
chat message was received. Once determined, the time received is stored in time 
object 510 in chat wad object 502. Control then passes to step 810. 

In step 810, chat local display 112 determines the channel the chat 
message was sent. Once determined, the channel is stored in channel object 512 
in chat wad object 502. Control then passes to step 812. 
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In step 812, chat local display 112 determines the drawing parameters of 
the chat message. Once determined, the drawing parameters are stored in 
drawing parameters object 5 14 in chat wad object 502. The flowchart in FIG. 8 
ends at this point. 

FIG. 9 is a flowchart further describing the step of determining the 
drawing parameters of the chat message in FIG. 8. In FIG. 9, control starts at step 
904. In step 904, chat local display 112 determines the font in which the chat 
message is to be displayed. Once determined, the font is stored in font object 604 
(FIG. 6) in chat wad object 502. Control then passes to step 906. 

In step 906, chat local display 1 1 2 determines the color in which the chat 
message is to be displayed. Once determined, the color is stored in color object 
606 in chat wad object 502. Control then passes to step 908. 

In step 908, chat local display 1 12 determines the point size of the font in 
which the chat message is to be displayed. Once determined, the point size is 
stored in point size object 608 in chat wad object 502. Control then passes to step 
909. 

In step 909, chat local display 1 12 creates the texture in which the chat 
message is to be displayed. Once created, the texture is stored in texture object 
602 in chat wad object 502. Control then passes to step 910. 

In step 910, chat local display 1 12 determines the transition state of the 
chat message. Once determined, the transition state is stored in transition state 
object 610 in chat wad object 502. Control then passes to step 912. 

In step 912, chat local display 1 12 determines the transition sound of the 
chat message. Once determined, the transition sound is stored in transition sound 
object 612 in chat wad object 502. Control then passes to step 914. 

In step 914, chat local display 1 12 determines the transition animation of 
the chat message. Once determined, the transition animation is stored in 
transition animation object 614 in chat wad object 502. Control then passes to 
step 916. 
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In step 916, chat local display 1 12 determines the chat mode of the chat 
message. Once determined, the chat mode is stored in chat mode object 616 in 
chat wad object 502. The flowchart in FIG. 9 ends at this point. 

FIG. 10 is a flowchart further describing the step of scrolling up 
5 previously displayed chat messages in FIG. 7. In FIG. 1 0, control starts at step 

1002. 

In step 1002, chat local display 112 determines the oldest previously 
displayed chat message still remaining in local chat area 1 1 07 (FIG. 1 1 ). Control 
then passes to step 1004. 
10 In step 1004, chat local display 1 12 determines the new position for the 

oldest previously displayed chat message in step 1002. Control then passes to 
step 1005. 

In step 1 005, chat local display 1 12 determines whether the new position 
is beyond chat handle 1 104 (FIG. 1 1). Recall that local chat area 1 107 ends at 
15 chat handle 1 104. If the new position is beyond chat handle 1 104, then control 

passes to step 1010. Alternatively, control passes to step 1006. 

In step 1006, chat local display 112 determines the translucency of the 
chat message based on its new position. Recall that the present invention 
displays a message more translucent as it gets older. Control then passes to step 
20 1008. 

In step 1008, chat local display 112 re-displays the chat message in local 
chat area 1 107. Control then passes to step 1010. 

In step 1010, chat local display 112 determines if there are more 
previously displayed chat messages that need to be scrolled up. If the answer is 
25 positive, then control passes back to step 1002 and chat local display 112 re- 

executes steps 1002-1008 for the remaining chat message. Alternatively, the 
flowchart in FIG. 10 ends. 
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/. 3D and 2D Chat Message Transitions According to the Present 
Invention 

FIGS. 1 5A- 1 5B depict a flowchart 1 502 of a method for delivering a chat 
message in accordance with the present invention. The invention, however, is not 
5 limited to this functional description. Rather, it will be apparent to persons 

skilled in the art from the teachings herein that other functional flows are within 
the scope and spirit of the present invention. 

The steps of the flowchart 1 502 are executed by a recipient interface. As 
discussed above in regard to FIGS . 1 -2, in an embodiment, the recipient interface 

10 comprises a GUI 110, a chat local display 112 and a local chat system 108, which 

itself is further comprised of an Avatar session manager 202, a chat log 204, a 
chat sender 206 and a local Avatar tracker 212. Accordingly, the steps of 
flowchart 1502 will be discussed in reference to these elements. However, one 
skilled in the art will appreciate that the steps of the flowchart 1502 may be 

1 5 executed by a recipient interface comprised of any suitable hardware or software, 

or combination of both hardware and software for performing the listed steps. 

The delivery of the chat message starts at step 1504, after the local chat 
system 108 has received the chat message 308. The chat local display 112 
incorporates the chat message 308 into a chat wad object 502. As discussed 

20 above in regard to FIG. 5, the chat wad object 502 includes the chat message 308, 

author name 506, the author key 508, the time the chat message was sent 5 1 0, the 
channel on which the chat message was sent 512, and the drawing parameters 
514. Furthermore, as discussed above in regard to FIG. 6, the drawing 
parameters 514 further includes the texture 602, the font 604, the color 606, the 

25 point size 608, the transition state 610, the transition sound 612, the transition 

animation 614, and the chat mode 616. However, reference to chat wad object 
502 is not limiting and other data structures, including other forms of chat wad 
objects, can be used as will be appreciated by one skilled in the relevant art. 
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At step 1506, after the chat local display creates the chat wad object 502, 
the chat local display 112 checks the transition state 610 of the drawing 
parameters 514 of the chat wad object 502. 

As shown in steps 1508 and 1510, if the transition state 610 is "just 
arrived," then the chat local display 1 1 2 generates atextured message by mapping 
the chat message 308 to a texture. FIGS. 16A-16F show example textured 
messages for the chat message "Hi there." 

In embodiments, the chat local display 112 uses information in the 
drawing parameters 5 14 to generate the textured message. For example, the chat 
local display 112 can select a texture for the textured message based on the 
texture 602 parameter in the drawing parameters 514. Similarly, the chat local 
display 1 12 can select a font, color or point size for the textured message based 
on the font 604, color 606 and point size 608 parameters in the drawing 
parameters 515, respectively. 

In an embodiment, the texture 602, font 604, color 606, and point size 608 
drawing parameters are each selectable by the sender of the chat message via the 
sender's GUI, thereby allowing the sender to personally customize his or her 
textured messages. By customizing his or her textured messages in this manner, 
the sender can in essence create a recognizable "signature" for the textured 
message that assists the recipient in identifying its author. In an alternative 
embodiment, the texture 602, font 604, color 606, and point size 608 drawing 
parameters can be selected by the sender to indicate the content of the chat 
message 308. For example, if the chat message 308 is an urgent message, the 
sender of the chat message can select a bold font with a very large point size to 
lend a particular emphasis to the textured message. 

Alternatively, the texture 602, font 604, color 606, and point size 608 
drawing parameters can each be selected by the chat local display 112 itself to 
indicate the number of intended recipients of the chat message 308. In other 
words, the texture 602, font 604, color 606 and point size 608 drawing parameters 
can each be selected by the chat local display 1 12 as a function of the chat mode 
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616. For example, if the chat message 308 is directed to only a single recipient 
(i.e. the chat mode 616 is "whisper"), this may be indicated by generating a 
textured message with a predetermined texture, font, color or point size that 
uniquely identifies a whispered chat message. 
5 In another embodiment, the chat local display 1 12 selects a texture 602 

and/or color 606 for the textured message that ensures legibility of the textured 
message when it is rendered in the 3D world. For example, the chat local display 
1 12 can select a texture 602 for the textured message that appears as an overlay 
of the original chat message 308 (i.e., the outline of the message is solid, but the 

10 message itself is transparent), and a color 606 for the textured message that is 

different than the color of the portion of the 3D world in which the textured 
message will be rendered, thereby ensuring that the textured message will be 
legible to the recipient when it is rendered in 3D space. An example of this is 
shown in FIG. 19C, where the textured message corresponding to the chat 

15 message "Hi there" is rendered using a white overlay against a shaded 

background. This example is not limiting, and one skilled in the art will 
appreciate that other textures and/or colors can be selected to ensure legibility of 
the textured message. 

Returning to step 1510 of the flowchart 1502 of FIG. 15, when the 

20 transition state 6 1 0 is "just arrived," the chat local display 1 1 2 also determines a 

start point and end point for the 3D transition of the textured message in the 3D 
world. The start point can be any point closer to the digital representation of the 
sender than to the digital representation of the recipient, and the end point can be 
any point closer to the digital representation of the recipient than to the digital 

25 representation of the sender. In embodiments, the start point is equal to the 

location of the digital representation of the sender and the end point is equal to 
the location of the digital representation of the recipient. As discussed above, the 
location of the digital representation of the sender and recipient is tracked by the 
local Avatar tracker 212 within the local chat system 108. These locations can 
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be communicated to the chat local display 1 12 for the purpose of calculating the 
start and end point of the 3D transition in step 1510. 

After the chat local display 1 12 has determined the start and end points 
for the 3D transition of the textured message in the 3D world, it changes the 
5 transition state 610 from "just arrived" to "3D transition," and sets a counter to 

the number of rendering steps Nl required to display the 3D transition of the 
textured message, as shown in step 1 512. The chat local display 1 12 then returns 
to step 1506 and again checks the transition state 610. 

As shown in steps 1514 and 1516, if the transition state 610 is equal to 
10 "3D transition," then the chat local display 1 1 2 calculates a rendering position in 

the 3D world at which to render the textured message and renders the textured 
message at that location. The number of rendering steps Nl is then reduced by 
one and, at step 1518, if Nl is not equal to zero (i.e., there are more 3D transition 
rendering steps remaining), then the functional flow loops back through steps 
15 1506, 1508 and 1514 and the rendering of the textured message in the 3D world 

continues at step 1516 until the number of steps has been reduced to zero. 

In embodiments, the rendering position of the textured message is 
calculated in step 1516 to progress along a path beginning at the start point 
determined in the earlier step 1510 and terminating at the end point determined 
20 in the same earlier step. As viewed through the recipient's 3D viewport, this 

periodic rendering of the textured message creates the appearance that the 
textured message is "flying" or traveling through 3D space from the sender's 
Avatar toward the recipient. This effect not only notifies the recipient that he or 
she is receiving a chat message, but also indicates to the recipient the location of 
25 the digital representation of the sender in 3D space. 

The number of steps Nl in the 3D transition and the rate at which the 
repeated rendering of the textured message occurs in step 1516 determines the 
frame rate at which the textured message will appear to be moving toward the 
recipient's 3D viewport. Generally speaking, the higher the frame rate, the 
30 smoother the transition of the textured message as viewed through the recipient' s 
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3D viewport. In embodiments, the frame rate is 30 frames per second or higher, 
although the invention is not so limited, and the invention can be practiced at 
frame rates of less than 30 frames per second. 

In embodiments, the rendering position progresses along a path between 
the start point and the end point defined by a vector (i.e., a straight line in 3D 
space). This is shown, for example, in FIG. 17A, where the start point 1702 is the 
location of the sender's Avatar 1706, the end point 1704 is the location of the 
recipient's Avatar 1708, and the line 1706 is the vector connecting them. FIG. 
1 7A is intended to indicate a top-down view of the 3D world. As can be seen in 
FIG. 17A, the location of the recipient's Avatar 1708 is also the location of the 
recipient viewport 1710, and the dashed lines emanating from the recipient 
viewport 1710 indicate the field of view of the recipient viewport 1 7 1 0 in the 3D 
world. The end point 1 704 is also located on the recipient viewport 1710. The 
vector 1706 indicates the path along which the textured message is repeatedly 
rendered in step 1516. In embodiments, rendering positions are calculated by 
dividing the vector 1706 into Nl - 1 equal segments between the start point and 
the end point, where Nl is the number of rendering steps determined in step 
1512. The rendering positions progress sequentially from the start point 1 702 to 
the next nearest point between segments, terminating at the end point 1 704. As 
viewed through the recipient viewport 1710, this periodic rendering of the 
textured message along the vector 1706 creates the appearance that the textured 
message is traveling along a straight line through 3D space to the recipient 
viewport 1710 from the sender's Avatar 1702. 

In an alternate embodiment, the rendering position progresses along a path 
between the start and end points that is defined by a vector as discussed above 
plus some offset value determined by an offset function. This is depicted, for 
example, in FIG. 17B, where the start point 1702 and the end point 1704 are the 
same as in FIG. 1 7A. Here, however, the path along which the textured message 
is repeatedly rendered is the curving path 1714. This curving effect is achieved 
by dividing the vector 1706 into Nl - 1 segments between the start point 1702 



and end point 1704 as discussed above in regard to FIG. 17A. The rendering 
position is calculated by choosing a point on the vector 1 706 beginning with the 
start point 1702, progressing to the nearest point between segments and 
terminating at the end point 1704. For each point that is chosen, an offset value 
is calculated as a function of the distance of the point along vector 1706. This 
offset value is added to the position of the chosen point to determine the 
rendering position. For example, in FIG. 17B, during the 3D transition, the point 
1712 on the vector 1706 is chosen. An offset value 1716 is calculated as a 
function of the distance of the point 1712 along the vector 1706, and is added to 
the location of the point 1 7 1 2 to calculate the rendering position 1714. The offset 
value 1716 is represented in FIG. 17B as a line between the point 1712 and the 
resulting rendering position 1714. 

In an embodiment where the start point is the location of the sender's 
Avatar and the end point is the location of the recipient's Avatar, the offset 
function discussed above can be selected so that it is always equal to zero at the 
start point and end point, which ensures that the rendering of the textured 
message during the 3D transition will always begin at the location of the sender' s 
Avatar and terminate at the recipient's Avatar. This creates a smoother 3D 
transition from the point of view of the recipient's viewport. For example, the 
offset function can be a sinusoidal function, where the value of the sinusoidal 
function is equal to zero at the start point and is also equal to zero at the end 
point. This is shown, for example, in FIG. 17B, where the resulting offset is the 
sinusoidal curve 1718 with a zero offset value at the start point 1 702 and the end 
point 1 704. This example is not limiting, however, and one skilled in the art will 
appreciate that any offset function may be utilized that is equal to zero at the start 
and end points. 

In an alternative embodiment, the rendering path is a combination of a 
vector and a vector plus some offset value, calculated according to the methods 
discussed above. This is represented, for example, in FIG. 1 7C, where a portion 
of the rendering path 1722 is defined by the vector between the start point 1702 



and the point 1704 plus some offset value and another portion of the rendering 
path 1 724 is defined by only the vector between the point 1 720 and the end point 
1704. 

In embodiments, the chat local display 112 uses information in the 
drawing parameters 514 to determine the shape of the rendering path. For 
example, although it is not shown in FIG. 6, the drawing parameters 514 could 
include an offset function used by the chat local display 1 12 to determine the 
shape of the rendering path as described in regard to FIGS. 17B and 17C above. 

In other embodiments, the shape of the rendering path is selectable by the 
sender of the chat message via the sender's GUI, thereby allowing the sender to 
personally customize the delivery of his or her textured messages. By 
customizing his or her textured messages in this manner, the sender can create a 
recognizable "signature" for the delivery of his or her textured message that 
assists the recipient in identifying its author. For example, in an embodiment, the 
sender can select the offset function that will be used by the chat local display 
1 12 to determine the shape of the rendering path as described in regard to FIGS. 
17Band 17C above. 

In embodiments, the chat local display 1 12 can account for the possibility 
that the desired start points and end points may change during the 3D transition 
of the textured message. This may occur, for example, if the start point is equal 
to the location of the sender's Avatar and the end point is equal to the location of 
the recipient's Avatar and the sender's Avatar or the recipient's Avatar moves 
during the 3D transition of the textured message. In order to account for this 
possibility, the chat local display 1 12 can determine a new start and end point as 
well as recalculate a new rendering path between them before each execution of 
the rendering step 1516. Because the chat local display 1 12 keeps track of how 
many rendering steps have occurred, the chat local display 1 1 2 can also then 
calculate how far along the new path the next rendering position should be. This 
will ensure that, even though the start and end points may change, the textured 
message will continue to be rendered progressively along a path between them. 



In other embodiments, the chat local display 1 12 can also account for the 
possibility that the desired start point may be outside of the field of view of the 
recipient's 3D viewport. This may occur, for example, if the start point is equal 
to the location of the digital representation of the sender and the digital 
representation of the sender is outside the field of view of the recipient's 3D 
viewport (e.g., the sender's Avatar is behind the field of view of the recipient's 
3D viewport). In this situation, the chat local display 1 1 2 can render the textured 
message from the start point to the end point along a curved path that curves 
outward into the field of vision of the recipient's 3D viewport and back to arrive 
at the viewport itself. By rendering the textured message along this curved path, 
the chat local display 1 12 notifies the recipient that he or she is receiving a chat 
message, and also indicates to the recipient that the location of the digital 
representation of the sender is outside of the field of vision of the recipient's 3D 
viewport. 

Also, in embodiments, if the location of the digital representation of the 
sender is outside and to the left of the center of the recipient's 3D viewport, then 
the chat local display 1 12 will render the textured message along a curved path 
that will appear to emanate from the left-hand side the recipient's 3D viewport. 
Conversely, if the location of the digital representation of the sender is outside 
and to the right of the center of the recipient's 3D viewport, then the chat local 
display 1 1 2 will render the textured message along a curved path that will appear 
to to emanate from the right-hand side of the recipient's 3D viewport. 
Accordingly, in addition to indicating to the recipient that the location of the 
digital representation of the sender is outside of the field of vision of the recipient 
viewport, this will provide the recipient with additional information as to whether 
the location of the digital representation is to the left or right of the center of the 
3D viewport. 

Returning now to step 1518 of the flowchart 1502 of FIG. 15, when the 
number of steps in the 3D transition has reached zero at step 1518, the 3D 
transition is complete. As a result of the final rendering step 1516, the textured 
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message appears on the bottom of the recipient' s viewport, where it remains until 
it is displaced by other textured messages as will be discussed in more detail 
below. As shown in step 1520, the chat local display 112 then changes the 
transition state 610 from "3D transition" to "2D transition" and sets the number 
5 of steps N2 for a subsequent 2D transition. The chat local display 112 then 

returns to step 1506 and again checks the transition state 610. 

As shown at steps 1522 and 1524, when the transition state 610 is equal 
to "2D transition," the chat local display 112 renders a texture to effect a 2D 
transition and then reduces the number of steps N2 by one. At step 1 526, the chat 

10 local display 1 1 2 checks to see if the number of steps in the 2D transition is equal 

to zero. If the number of steps is not equal to zero then there are 2D transition 
frames left to render, and the chat local display 112 loops back through steps 
1506, 1508, 1514, and 1522 to render the texture again at step 1524, thereby 
continuing the 2D transition. 

15 The 2D transition is essentially an animation effect intended to simulate 

the collision of the textured message from the 3D world with the recipient's 
viewport. The texture rendered in step 1524 can be any suitable texture for 
achieving this effect, and can be rendered at any suitable position(s) for achieving 
this effect. For example, the texture rendered in step 1524 can simulate the 

20 appearance of a sheet of water, and can be rendered on a short path leading to the 

recipient's viewport, thereby generating a "splashing" effect immediately after 
the textured message has reached the bottom of the recipient ' s viewport at the end 
of the 3D transition. 

At step 1 526, when the number of steps in the 2D transition has reached 

25 zero, the 2D transition is complete and the process moves to step 1 528. At step 

1528, the chat local display 112 changes the transition state 610 from "2D 
transition" to "in list." The process then returns to step 1506, and the chat local 
display 112 again checks the transition state 610. 

As discussed above, as a result of the final rendering step 1 5 16 in the 3D 

30 transition, the textured message appears on the bottom of the recipient's 
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viewport, where it is then maintained as essentially a 2D element. In 
embodiments, the textured message remains in this position until the recipient 
receives another message that appears as a textured message on the bottom of the 
recipient's viewport. When this occurs, the chat local display 112 vertically 
5 displaces the original textured message so that it appears above the subsequently 

received textured message. As each subsequent textured message appears at the 
bottom of the recipient viewport, the chat local display vertically displaces the 
original textured message. By vertically displacing older textured messages, the 
chat local display 112 ensures that textured messages will not overlap on the 

10 bottom of the recipient's viewport and also creates a visible chat "history" on the 

recipient' s viewport that permits the recipient to track the thread of a conversation 
from older textured messages at the top to newer textured messages below. 

As shown in steps 1530 and 1532 of FIG. 15, when the transition state 
610 is equal to "in list," the chat local display 1 12 compares the height of the 

15 textured message on the recipient's viewport to a maximum height parameter. 

This maximum height parameter can be a predetermined height parameter fixed 
by the chat local display 1 1 2 or can be selected by the recipient via the GUI 110. 
If the height of the textured message does not exceed the maximum height 
parameter, then the chat local display 1 12 loops back through steps 1506, 1508, 

20 1 5 1 4, 1 522, and 1 530 to again compare the height of the textured message to the 

maximum height parameter at step 1532. This looping will continue until the 
textured message is vertically displaced to a height on the recipient's viewport 
that exceeds the maximum height parameter. When this occurs, the chat local 
display 1 12 no longer displays the textured message on the recipient viewport 

25 and, as depicted in step 1 534, the chat local display 1 1 2 will change the transition 

state 610 from "in list" to "scrolled off," and return to checking the transition 
state 610 at step 1506. 

The chat local display retains the information in the chat wad object 502 
for a limited period of time after the textured message associated with the chat 

30 wad object 502 has been scrolled off the recipient viewport. This time limit can 
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be a predetermined time period fixed by the chat local display 112 or can be 
selected by the recipient via the GUI 110. In embodiments, the time limit is in 
the range of 20-30 seconds; however, any time limit may be used. As shown in 
steps 1536 and 1538, when the transition state 610 is equal to "scrolled off," the 
5 chat local display 112 checks to see if the amount of time that has passed since 

the textured message was scrolled off the recipient's viewport exceeds the time 
limit. If it does not, then the chat local display 112 loops back through steps 
1506, 1508, 1514, 1522, 1530, and 1536 to again compare the time that has 
passed to the time limit. Once the time that has passed exceeds the time limit, 

1 0 the chat local display 1 1 2 deletes the information in the chat wad obj ect 5 02 and 

the chat message delivery routine ends. 

FIGS. 18A-18F depict the delivery of a chat message from a sender to a 
recipient according to an embodiment of a present invention as viewed from the 
recipient's 3D viewport. As seen in FIG. 18A, the recipient viewport 1802 

15 provides a view of the 3D world 1 804 which includes Avatars 1 806 and 1 808. 

The Avatars 1 806 and 1 808 are the digital representations of users who share the 
3D multi-user environment with the recipient. 

As discussed above in regard to FIG. 15, in embodiments, when a user 
sends a chat message to the recipient, the chat local display 1 12 maps the chat 

20 message to a texture to generate a textured message and then periodically renders 

the textured message in 3D space on a path beginning at the location of the user's 
Avatar and terminating at the location of the recipient's Avatar, which coincides 
with the location of the recipient's viewport. This 3D transition is shown in 
FIGS. 18A-18D, where the textured message 1810 corresponding to the chat 

25 message "Hi there" is periodically rendered in the 3D world 1804 starting at the 

location of the Avatar 1806 and terminating at the location of the recipient's 
Avatar, creating the effect that the textured message 1 8 1 0 is traveling through the 
3D world 1804 to land at the bottom of the recipient viewport 1802. As noted 
above, this effect not only notifies the recipient that he or she is receiving a chat 



1874.0060000 



-37- 



message, but also indicates to the recipient the location of the digital 
representation of the sender 1 806 in the 3D world 1 804. 

As also discussed in regard to FIG. 1 5 above, in embodiments, textured 
messages are maintained as 2D elements at the bottom of the recipient's viewport 
5 after the 3D transition until another textured message is received. When this 

occurs, the chat local display 112 vertically displaces the original textured 
message so that it appears above the subsequently received textured message. 
This is shown, for example, in FIGS . 1 8D- 1 8F, where the textured message 1812 
corresponding to the chat message "Hello" is periodically rendered in the 3D 

10 world 1804 starting at the location of the Avatar 1808 and terminating at the 

location of the recipient's Avatar to land at the bottom of the recipient viewport 
1802. When the textured message 1812 arrives at the bottom of the recipient 
viewport 1802, the chat local display 112 vertically displaces the textured 
message 1810. By vertically displacing the textured message 1810, the chat local 

15 display 1 1 2 ensures that the textured messages 1 8 1 0 and 1 8 12 do not overlap. 

This displacement also serves to create a visible chat "history" on recipient 
viewport 1 802 that permits the recipient to track the thread of a conversation from 
older textured messages at the top to newer textured messages below. 

In embodiments, the chat local display 1 12 renders a textured message 

20 gradually more translucent each time that it is vertically displaced on the 

recipient's viewport, so that older textured messages will not obstruct the 
recipient's view of the 3D world through the viewport. In further embodiments, 
the chat local display 1 1 2 causes textured messages to " fade" from the recipient' s 
viewport as the time on which they appear on the recipient' s viewport approaches 

25 a predetermined time limit. 

FIGS. 19A-19F depicts the delivery of a chat message from a sender to 
a recipient according to an embodiment of a present invention as viewed from the 
recipient's 3D viewport, where the digital representation of the sender is outside 
the field of view of the recipient's 3D viewport. As seen in FIG. 19A, the 

30 recipient viewport 1 902 provides a view of the 3D world 1 904 which includes the 
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Avatar 1906. The Avatar 1906 is the digital representation of a user who shares 
the 3D multi-user environment with the recipient. Not shown in FIG. 19A but 
described below is another Avatar that is located outside the field of view of the 
recipient viewport 1902. 
5 As discussed above in regard to FIG. 1 5 , in embodiments where the start 

point for the 3D transition is the sender's Avatar, and the sender's Avatar is 
outside the field of vision of the recipient's 3D viewport, the chat local display 
1 12 canl render the textured message from the start point to the end point along 
a curved path that curves outward into the field of vision of the recipient's 3D 

10 viewport and back to arrive at the viewport itself. By rendering the textured 

message along this curved path, the chat local display 1 1 2 notifies the recipient 
that he or she is receiving a chat message, and also indicates to the recipient that 
the location of the sender's Avatar is currently outside of the field of vision of the 
recipient's 3D viewport. This is shown, for example, in FIGS. 19A-19F, where 

15 the textured message 1 908 corresponding to the chat message "Turn around! " is 

periodically rendered in the 3D world 1904 starting at a location outside of the 
recipient viewport 1902 in FIG. 19 A, curving outward into the field of vision of 
the recipient viewport 1902 in FIGS. 19B-19C, and curving back to arrive at the 
recipient viewport 1902 in FIGS. 19D-19F. The arrows on the figures indicate 

20 the direction of motion of the textured message, and do not appear on the 

viewport. This rendering method not only notifies the recipient that he or she is 
receiving a chat message, but also indicates to the recipient that the location of 
the digital representation of the sender of the textured message 1 908 is outside the 
field of view of the recipient viewport 1902. 

25 As also discussed above, in embodiments, if the location of the digital 

representation of the sender is outside and to the left of the center of the 
recipient's 3D viewport, then the chat local display 1 12 will render the textured 
message along a curved path that will appear to emanate from the left hand side 
the recipient's 3D viewport. Conversely, if the location of the digital 

30 representation of the sender is outside and to the right of the center of the 
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recipient's 3D viewport, then the chat local display 1 12 will render the textured 
message along a curved path that will appear to emanate from the right hand side 
of the recipient's 3D viewport. In FIGS. 19A-19F, the textured message is 
rendered along a curved path that appears to emanate from the left side of the 
recipient viewport 1 902, thereby indicating to the recipient that the location of the 
digital representation of the sender is outside and to the left of center of the 
recipient viewport 1902. 

FIGS. 20A-20F show how textured messages are managed as two- 
dimensional elements on the recipient's 3D viewport in embodiments of the 
invention. As seen in FIG. 20A, the recipient viewport 2002 provides a view of 
the 3D world 2004 which includes the Avatars 2006 and 2008. The Avatar 2006 
has sent a chat message to the recipient which now appears as part of a textured 
message 2010 on the recipient viewport 2002. Similarly, the Avatar 2008 has 
sent a chat message to the recipient which now appears as part of a textured 
message 2012 on the recipient viewport 2002. 

In addition to the functions outlined above, the chat local display 1 12 is 
responsible for managing the textured messages as two-dimensional elements on 
the recipient's 3D viewport after the 3D and 2D transitions have occurred but 
before the textured messages are scrolled off. In embodiments, the chat local 
display 112 displays the textured messages as 2D elements that are in horizontal 
alignment with the appearance of the digital representation of the sender when the 
digital representation of the sender is in the field of vision of the recipient's 3D 
viewport. This is demonstrated, for example in FIGS. 20A-20E where the 
textured message 201 0 which reads "I'm moving right" is displayed in horizontal 
alignment with the Avatar 2006 representing the sender of that message, even as 
the Avatar 2006 moves right across the recipient viewport 2002. Similary, FIGS. 
20A-20D showthat the textured message 2012 which reads "I'm moving left" is 
displayed in horizontal alignment with the Avatar 2008 representing the sender 
of that message, even as the Avatar 2008 moves right across the recipient 
viewport 2002. By displaying the textured messages in this fashion, the chat 
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local display 112 assists the recipient in locating the digital representation of the 
sender of a given chat message. 

In embodiments, when the digital representation of the sender moves out 
of the field of view of the recipient's 3D viewport, the chat local display displays 
the textured message flush right on the recipient's 3D viewport when the digital 
representation of the sender is to the right of the field of view of the viewport and 
flush left on the recipient's 3D viewport when the digital representation of the 
sender is to the left of the field of view of the recipient viewport. This is shown, 
for example, in FIGS. 20D-20F, where the textured message 2012 which reads 
"I'm moving left" is displayed flush left on the recipient viewport 2002 after the 
Avatar 2008 representing the sender of that message has moved left out- of the 
field of view of the recipient viewport 2002. This is also shown in FIGS. 20E- 
20F, where the textured message 2010 which reads "I'm moving right" is 
displayed flush right on the recipient viewport 2002 after the Avatar 2006 
representing the sender of that message has moved right out of the field of view 
of the recipient viewport 2002. The displaying of the textured messages in this 
manner provides a cue to the recipient that assists in locating the digital 
representation of the sender of a given chat message. 

FIGS. 20A-20F also demonstrate that because the chat local display 1 12 
vertically displaces the older textured message 2010 on the recipient viewport 
2002 to accommodate the newer textured message 2012, the textured messages 
2010 and 2012 will not overlap even when the chat local display moves them 
horizontally on the recipient viewport 2002. The management of the textured 
messages on the recipient viewport in this manner ensures the legibility of the 
textured messages. 

In embodiments of the invention, the 3D transition of a textured message 
can be accompanied by an additional animation component. For example, in an 
embodiment of the invention, the local chat display 1 12 can render one or more 
additional animation textures in the 3D world adjacent to and preferably slightly 
behind the textured message along the same path upon which the textured 
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message is rendered. The rendering of these additional animation textures creates 
a "trail" for the textured message that further assists the recipient in identifying 
the location of the digital representation of the sender. 

FIGS . 2 1 A-2 1 F show an example embodiment in which the 3D transition 
of a textured message is accompanied by an additional animation component. 
As shown in FIGS. 20A-20F, the recipient viewport 2102 provides a view of the 
3D world 2104 which includes an Avatar 2106, a textured message 2110 from a 
sender represented by the Avatar 2106, and additional animation textures 2108, 
2109 and 2110. The additional animation textures 2108, 2109 and 21 10 are 
rendered by the local chat display 1 12 in the 3D world 2104 adjacent to and 
slightly behind the textured message 2 1 1 0 as it is rendered along a path from the 
sender's Avatar 2106 to the recipient's viewport 2102. Because the additional 
animation textures 2108, 2109 and 2110 are rendered behind the textured 
message 21 10 and along the same path as the textured message 2110, they, in 
effect, generate a "trail" of stars behind the textured message 21 10 during the 3D 
transition. This trail can assist the recipient in identifying the location of the 
Avatar representing the sender of the textured message 2110. 

In embodiments, the chat local display 112 uses the transition animation 
parameter 614 from the drawing parameters 514 in chat wad object 502 to 
generate the additional animation textures. For example, the transition animation 
614 parameter can identify one of a set number of additional animation textures 
that should accompany the rendering of the textured message during the 3D 
transition. 

In an embodiment, the transition animation parameter 6 1 4 can be selected 
by the sender of the chat message via the sender's GUI, thereby allowing the 
sender to personally customize the additional animation texture accompanying 
his or her textured messages. By customizing the additional animation texture 
in this manner, the sender, in essence, can create a recognizable "signature" for 
the textured message that will assist the recipient in identifying its author. In an 
alternative embodiment, the transition animation parameter 614 can be selected 
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by the sender to indicate the content of the chat message 308. For example, if the 
chat message 308 is a love note, the sender of the chat message 308 can select 
an additional animation texture comprised of one or more hearts, an example of 
which is shown in FIG. 16G, or one or more kisses, an example of which is 
5 shown in FIG. 1 6H, which will be rendered trailing behind the textured message 

during the 3D transition as discussed above. Or, for example, if the chat message 
308 is a question, the sender of the chat message 308 can choose an additional 
animation texture of one or more question marks, an example of which is shown 
in FIG. 161, which will be rendered trailing behind the textured message during 

10 the 3D transition. 

Alternatively, the transition animation parameter 614 can be selected by 
the chat local display 1 12 itself to indicate the number of intended recipients of 
the chat message 3 08. In other words, the transition animation parameter 6 1 4 can 
be selected by the chat local display 1 1 2 as a function of the chat mode 616. For 

15 example, if the chat message 308 is directed to only a single recipient (i.e. the 

chat mode 616 is "whisper"), this may be indicated by rendering the textured 
message followed by an accompanying animation texture that uniquely identifies 
a whispered chat message. 

In embodiments of the invention, the 3D transition of a textured message 

20 may also be accompanied by an additional audio component. For example, in an 

embodiment of the invention, the local chat display 1 1 2 can obtain a sound effect 
and play the sound effect contemporaneously with the rendering of the textured 
message during the 3D transition. 

In an embodiment, the local chat display 1 12 can play the sound effect 

25 using well known 3D audio techniques that will create the impression that the 

sound effect originates from the location of the sender's Avatar in the 3D world. 
For example, if the sender's Avatar is to the front and left of the recipient's 
viewport, then the local chat display 1 12 will play the sound effect using 3D 
audio techniques to create the impression that the sound originates from the front 

30 and to the left of the recipient. 
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In embodiments, the chat local display 112 uses the transition sound 
parameter 612 from the drawing parameters 5 14 in chat wad object 502 to obtain 
the sound effect. For example, the transition sound parameter 612 can identify 
one of a set number of sound effects that can be played contemporaneously with 
the rendering of the textured message during the 3D transition. 

In an embodiment, the transition sound parameter 612 can be selected by 
the sender of the chat message via the sender's GUI, thereby allowing the sender 
to personally customize the sound effect accompanying his or her textured 
messages. By customizing the sound in this manner, the sender, in essence, can 
create a recognizable "signature" for the textured message that will assist the 
recipient in identifying its author. In an alternative embodiment, the transition 
sound parameter 612 can be selected by the sender to indicate the content of the 
chat message 308. For example, if the chat message 308 is a message of 
congratulations, the sender of the chat message 308 can select the sound effect of 
applause that will be played contemporaneously with the rendering of the 
textured message during the 3D transition. 

Alternatively, the transition sound parameter 612 can be selected by the 
chat local display 1 1 2 itself to indicate the number of intended recipients of the 
chat message 308. In other words, the transition sound parameter 612 can be 
selected by the chat local display 1 12 as a function of the chat mode 616. For 
example, if the chat message 308 is directed to only a single recipient (i.e. the 
chat mode 6 1 6 is "whisper"), this may be indicated by playing a sound effect that 
uniquely identifies a whispered chat message contemporaneously with rendering 
if the textured message during the 3D transition. 

Although the invention has been particularly shown and described with 
reference to several preferred embodiments thereof, it will be understood by those 
skilled in the art that various changes in form and details may be made therein 
without departing from the spirit and scope of the invention as defined in the 
appended claims. 
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J. Conclusion 

While various embodiments of the present invention have been described 
above, it should be understood that they have been presented by way of example 
only, and not limitation. It will be understood by those skilled in the art that 
various changes in form and details may be made therein without departing from 
the spirit and scope of the invention as defined in the appended claims. Thus, the 
breadth and scope of the present invention should not be limited by any of the 
above-described exemplary embodiments, but should be defined only in 
accordance with the following claims and their equivalents. 
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What Is Claimed Is: 

1. A system for delivering a message between a sender and a 
recipient in a three-dimensional multi-user environment, wherein said three- 
dimensional multi-user environment maintains respective digital representations 
of the sender and the recipient, comprising: 

a sender interface; and 

a recipient interface, including a recipient viewport; 

wherein said recipient interface receives the message from said 
sender interface, maps the message to a texture to generate a textured message, 
and renders said textured message at locations along a path in the three- 
dimensional multi-user environment, whereby the recipient can visually ascertain 
at least portions of the path of the textured message through said recipient 
viewport. 

2. The system of claim 1, wherein said sender and recipient 
interfaces comprise software modules and the message is sent from said sender 
interface to said recipient interface over the Internet. 

3. The system of claim 1, wherein said recipient interface receives 
appearance information and uses said appearance information to generate said 
textured message. 

4. The system of claim 3, wherein said appearance information is 
sent from said sender interface to said recipient interface. 

5. The system of claim 3, wherein said appearance information is 
indicative of the identity of the sender. 
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1 6. The system of claim 3, wherein said appearance information 

2 includes color information. 

1 7. The system of claim 3, wherein said appearance information 

2 includes font information. 

1 8. The system of claim 3, wherein said appearance information 

2 includes point size information. 

1 9. The system of claim 3, wherein said appearance information is 

2 indicative of the content of the message. 

1 10. The system of claim 3, wherein said appearance information is 

2 indicative of the number of recipients of the message. 

1 11. The system of claim 1 , wherein said recipient interface generates 

2 a textured message that is a different color than the colors used to define the 

3 three-dimensional multi-user environment along the path of the textured message, 

4 thereby ensuring the legibility of the textured message. 

1 12. The system of claim 1, wherein said recipient interface obtains a 

2 sound associated with said textured message, and plays said sound 

3 contemporaneously with the rendering of said textured message in the three- 

4 dimensional multi-user environment. 

1 13. The system of claim 12, wherein said recipient interface receives 

2 audio information and uses said audio information to obtain said sound associated 

3 with the textured message. 
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1 14. The system of claim 13, wherein said audio information is sent 

2 from said sender interface to said recipient interface. 

1 15. The system of claim 13, wherein said audio information is 

2 indicative of the identity of the sender. 

1 16. The system of claim 12, wherein said sound associated with said 

2 textured message is indicative of the content of the message. 

1 17. The system of claim 12, wherein said sound associated with said 

2 textured message is indicative of the number of recipients of the message. 

1 18. The system of claim 12, wherein said sound associated with said 

2 textured message is indicative of the location of the digital representation of the 

3 sender in the three-dimensional multi-user environment. 

1 19. The system of claim 1, wherein said recipient interface generates 

2 an animation texture associated with said textured message, and renders said 

3 animation texture at locations along a path in the three-dimensional multi-user 

4 environment, whereby the recipient can visually ascertain at least portions of the 

5 path of the animation texture through said recipient viewport. 

1 20. The system of claim 19, wherein said recipient interface receives 

2 appearance information and uses said appearance information to generate said 

3 animation texture. 

1 21. The system of claim 20, wherein said appearance information is 

2 sent from said sender interface to said recipient interface. 
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1 22. The system of claim 20, wherein said appearance information is 

2 indicative of the identity of the sender. 

1 23 . The system of claim 20, wherein said appearance information is 

2 indicative of the content of the message. 

1 24. The system of claim 1, wherein said recipient interface displays 

2 said textured message as a two-dimensional element on said recipient viewport 

3 after rendering said textured message in the three-dimensional multi-user 

4 environment. 

1 25 . The system of claim 24, wherein said recipient interface displays 

2 said two-dimensional element on said recipient viewport for a predetermined time 

3 period. 

1 26. The system of claim 24, wherein said recipient interface displays 

2 said textured message as a two-dimensional element on the bottom of said 

3 recipient viewport, and vertically displaces said two-dimensional element to 

4 accomodate other textured messages at the bottom of said recipient viewport. 

1 27. The system of claim 24, wherein said recipient interface displays 

2 said two-dimensional element in horizontal alignment with the appearance of the 

3 digital representation of the sender in said recipient viewport. 

1 28 . The system of claim 24, wherein said recipient interface displays 

2 said two-dimensional element flush right on said recipient viewport when the 

3 digital representation of the sender is to the right of the scope of said recipient 

4 viewport and flush left on said recipient viewport when the digital representation 

5 of the sender is to the left of the scope of said recipient viewport. 
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1 29. A system for delivering a message between a sender and a 

2 recipient in a three-dimensional multi-user environment, wherein said three- 

3 dimensional multi-user environment maintains respective digital representations 

4 of the sender and the recipient, comprising: 

5 a sender interface; 

6 a recipient interface, including a recipient viewport; 

7 wherein said recipient interface receives the message from said 

8 sender interface, maps the message to a texture to generate a textured message, 

9 selects a first location in the three-dimensional multi-user environment closer to 

10 the digital representation of the sender than to the digital representation of the 

11 recipient, selects a second location in the three-dimensional multi-user 

12 environment closer to the digital representation of the recipient than to the digital 

1 3 representation of the sender, and periodically renders said textured message in the 

14 three-dimensional multi-user environment along a path beginning at said first 

15 location and ending at said second location, so as to permit the recipient to 

16 visually ascertain the location of the digital representation of the sender through 

17 said recipient viewport. 

1 30. The system of claim 29, wherein said recipient interface displays 

2 said textured message as a two-dimensional element on said recipient viewport 

3 after rendering said textured message at said second location in the three- 

4 dimensional multi-user environment. 

1 31. The system of claim 29, wherein said recipient interface receives 

2 path information and uses said path information to define the shape of said path 

3 between said first location and said second location. 

1 32. The system of claim 31, wherein said path information is sent 

2 from said sender interface to said recipient interface. 
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1 33. The system of claim 31, wherein said path information is 

2 indicative of the identity of the sender. 

1 34. A system for delivering a message between a sender and a 

2 recipient in a three-dimensional multi-user environment, wherein said three- 

3 dimensional multi-user environment maintains respective digital representations 

4 of the sender and the recipient, comprising: 

5 a sender interface; 

6 a recipient interface, including a recipient viewport; 

7 wherein said recipient interface receives the message from said 

8 sender interface, maps the message to a texture to generate a textured message, 

9 periodically determines the location of the digital representation of the sender and 

1 0 the location of the digital representation of the recipient, and periodically renders 

1 1 said textured message in the three-dimensional multi-user environment along a 

12 path between said location of the digital representation of the sender and said 

1 3 location of the digital representation of the recipient, so as to permit the recipient 

14 to visually ascertain said location of the digital representation of the sender 

15 through the recipient viewport. 

1 35. The system of claim 34, wherein said recipient interface displays 

2 said textured message as a two-dimensional element on the recipient viewport 

3 after periodically rendering said textured message along a path between said 

4 location of the digital representation of the sender and said location of the digital 

5 representation of the recipient. 

1 36. The system of claim 34 wherein said recipient interface receives 

2 path information, and uses said path information to define the shape of said path 

3 between said location of the digital representation of the sender and said location 

4 of the digital representation of the recipient. 
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1 37. The system of claim 36 wherein said path information is sent from 

2 said sender interface to said recipient interface. 

1 38. The system of claim 36, wherein said path information is 

2 indicative of the identity of the sender. 

1 39. A chat system for delivering a message between a sender and a 

2 recipient in a three-dimensional multi-user environment, wherein said three- 

3 dimensional multi-user environment maintains respective digital representations 

4 of the sender and the recipient, comprising: 

5 a recipient interface; 

6 wherein said recipient interface receives a message, maps the 

7 message to a texture to generate a textured message, and renders said textured 

8 message in the three-dimensional multi-user environment so as to permit the 

9 recipient to visually ascertain the location of the digital representation of the 
10 sender. 

1 40. The chat system of claim 39, wherein said recipient interface 

2 renders said textured message in the three-dimensional multi-user environment 

3 closer to the digital representation of the sender than to the digital representation 

4 of the recipient, and subsequently renders said textured message in the three- 

5 dimensional multi-user environment closer to the digital representation of the 

6 recipient than to the digital representation of the sender. 

1 41. The chat system of claim 40, wherein said recipient interface 

2 comprises a software module and the message is sent to said recipient interface 

3 over the Internet. 

1 42. A method for receiving a message sent from a sender to a recipient 

2 in a three-dimensional multi-user environment wherein the recipient has a 
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3 viewport into the three-dimensional multi-user environment and the sender and 

4 recipient are each digitally represented therein, comprising the steps of: 

5 receiving the message; 

6 mapping the essage to a texture to generate a textured message; 

7 and 

8 rendering said textured message at locations along a path in the 

9 three-dimensional multi-user environment, whereby the recipient can visually 

10 ascertain at least portions of the path of said textured message through the 

1 1 recipient viewport. 

1 43. The method of claim 42, wherein the message is sent from the 

2 sender to the recipient over the Internet. 

1 44. The method of claim 42, further comprising the steps of receiving 

2 appearance information, and using said appearance information to generate said 

3 textured message. 

1 45 . The method of claim 42, further comprising the steps of receiving 

2 appearance information from the sender, and using said appearance information 

3 to generate said textured message. 

1 46. The method of claim 42, further comprising the steps of receiving 

2 appearance information indicative of the identity of the sender, and using said 

3 appearance information to generate said textured message. 

1 47. The method of claim 42, further comprising the steps of receiving 

2 appearance information that includes color information, and using said 

3 appearance information to generate said textured message. 
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1 48. The method of claim 42, further comprising the steps of receiving 

2 appearance information that includes font information, and using said appearance 

3 information to generate said textured message. 

1 49. The method of claim 42 further comprising the steps of receiving 

2 appearance information that includes point size information, and using said 

3 appearance information to obtain said textured message. 

1 50. The method of claim 42, further comprising the steps of receiving 

2 appearance information indicative of the content of the message, and using said 

3 appearance information to generate said textured message. 

1 51. The method of claim 42, further comprising the steps of receiving 

2 appearance information indicative of the number of recipients of the message, and 

3 using said appearance information to generate said textured message. 

1 52. The method of claim 42, wherein said step of mapping the 

2 message to a texture to generate a textured message further comprises generating 

3 a textured message that is a different color than the colors used to define the 

4 three-dimensional multi-user environment along the path of said textured 

5 message, thereby ensuring the legibility of the textured message. 

1 53. The method of claim 42, further comprising the steps of: 

2 obtaining a sound associated with said textured message; and 

3 playing said sound contemporaneously with the rendering of said 

4 textured message in the three-dimensional multi-user environment. 

1 54. The method of claim 53, further comprising the steps of receiving 

2 audio information and using said audio information to obtain said sound 

3 associated with said textured message. 
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1 55 . The method of claim 53, further comprising the steps of receiving 

2 audio information from the sender and using said audio information to obtain said 

3 sound associated with said textured message. 

1 56. The method of claim 42, further comprising the steps of: 

2 obtaining a sound associated with said textured message; and 

3 playing said sound contemporaneously with the rendering of said 

4 textured message in the three-dimensional multi-user environment; 

5 wherein said sound is indicative of the identity of the sender. 

1 57. The method of claim 42, further comprising the steps of: 

2 obtaining a sound associated with said textured message; and 

3 playing said sound contemporaneously with the rendering of said 

4 textured message in the three-dimensional multi-user environment; 

5 wherein said sound is indicative of the content of the message. 

1 58. The method of claim 42, further comprising the steps of: 

2 obtaining a sound associated with said textured message; and 

3 playing said sound contemporaneously with the rendering of said 

4 textured message in the three-dimensional multi-user environment; 

5 wherein said sound is indicative of the number of recipients of the 

6 message. 

1 59. The method of claim 42, further comprising the steps of: 

2 obtaining a sound associated with said textured message; and 

3 playing said sound contemporaneously with the rendering of said 

4 textured message in the three-dimensional multi-user environment; 

5 wherein said sound associated with said textured message is indicative of the 

6 location of the digital representation of the sender in the three-dimensional multi- 

7 user environment. 
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1 60. The method of claim 42, further comprising the steps of: 

2 generating an animation texture associated with said textured 

3 message; and 

4 rendering said animation texture at locations along a path in the 

5 three-dimensional multi-user environment, whereby the recipient can visually 

6 ascertain at least portions of the path of said animation texture through the 

7 recipient viewport. 

1 61. The method of claim 60, further comprising the steps of: 

2 receiving appearance information; and 

3 using said appearance information to generate said animation 

4 texture. 

1 62. The method of claim 60, further comprising the steps of: 

2 receiving appearance information from the sender; and 

3 using said appearance information to generate said animation 

4 texture. 

1 63 . The method of claim 60, further comprising the steps of: 

2 receiving appearance information indicative of the identity of the 

3 sender; and 

4 using said appearance information to generate said animation 

5 texture. 

1 64. The method of claim 60, further comprising the steps of: 

2 receiving appearance information indicative of the content of the 

3 message; and 

4 using said appearance information to generate said animation 

5 texture. 
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1 65 . The method of claim 42, further comprising the step of displaying 

2 said textured message as a two-dimensional element on the recipient viewport 

3 after rendering said textured message in the three-dimensional multi-user 

4 environment. 

1 66. The method of claim 42, further comprising the step of displaying 

2 said textured message as a two-dimensional element on the recipient viewport for 

3 a predetermined time period after rendering said textured message at said textured 

4 message in the three-dimensional multi-user environment. 

1 67. The method of claim 42, further comprising the steps of: 

2 displaying said textured as a two-dimensional element on the 

3 bottom of said recipient viewport after rendering said textured message in the 

4 three-dimensional multi-user environment; and 

5 vertically displacing said two-dimensional element to accomodate 

6 other textured messages at the bottom of said recipient viewport. 

1 68. The method of claim 65, wherein said two-dimensional element 

2 is displayed in horizontal alignment with the appearance of the digital 

3 representation of the sender in the recipient viewport. 

1 69. The method of claim 65, wherein said two-dimensional element 

2 is displayed flush right on the recipient viewport when the digital representation 

3 of the sender is to the right of the scope of the recipient viewport and flush left 

4 on the recipient viewport when the digital representation of the sender is to the 

5 left of the scope of the recipient viewport. 

1 70. A method for delivering a message from a sender to a recipient in 

2 a three-dimensional multi-user environment wherein the recipient has a viewport 
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3 into the three-dimensional multi-user environment and the sender and the 

4 recipient are each digitally represented therein, comprising the steps of: 

5 receiving the message; 

6 mapping the message to a texture to generate a textured message; 

7 selecting a first location in the three-dimensional multi-user 

8 environment closer to the digital representation of the sender than to the digital 

9 representation of the recipient; 

10 selecting a second location in the three-dimensional multi-user 

1 1 environment closer to the digital representation of the recipient than to the digital 

12 representation of the sender; and 

13 periodically rendering said textured message in the three- 

14 dimensional multi-user environment along a path beginning at the first location 

15 and ending at the second location, so as to permit the recipient to visually 

16 ascertain the location of the digital representation of the sender through the 

17 recipient viewport. 

1 71. The method of claim 70, further comprising the step of displaying 

2 said textured message as a two-dimensional element on the recipient viewport 

3 after rendering said textured message at said second location in the three- 

4 dimensional multi-user environment. 

1 72. The method of claim 70, further comprising the steps of: 

2 receiving path information; and 

3 using said path information to define the shape of said path 

4 between said first location and said second location. 

1 73. The method of claim 70, further comprising the steps of: 

2 receiving path information from the sender; and 
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3 using said path information to define the shape of said path 

4 between said first location and said second location. 

1 74. The method of claim 70, further comprising the steps of: 

2 receiving path information indicative of the identity of the sender; 

3 and 

4 using said path information to define the shape of said path 

5 between said first location and said second location. 

1 75 . A method for delivering a message from a sender to a recipient in 

2 a three-dimensional multi-user environment wherein the recipient has a viewport 

3 into the three-dimensional multi-user environment and the sender and the 

4 recipient are each digitally represented therein, comprising the steps of: 

5 receiving the message; 

6 mapping the message to a texture to generate a textured message ; 

7 periodically determining the location of the digital representation 

8 of the sender and the location of the digital representation of the recipient; 

9 periodically rendering said textured message in the three- 

10 dimensional multi-user environment along a path between said location of the 

1 1 digital representation of the sender and said location of the digital representation 

12 of the recipient, so as to permit the recipient to visually ascertain said location of 

13 the digital representation of the sender through the recipient viewport. 

1 76. The method of claim 75, further comprising the step of displaying 

2 said textured message as a two-dimensional element on the recipient viewport 

3 after periodically rendering said textured message along a path between said 

4 location of the digital representation of the sender and said location of the digital 

5 representation of the recipient. 
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1 77. The method of claim 75, wherein said step of periodically 

2 rendering said textured message in the three-dimensional multi-user environment 

3 along a path between said location of the digital representation of the sender and 

4 said location of the recipient further comprises the steps of: 

5 selecting a starting point based on the location of the digital 

6 representation of the sender; 

7 selecting an ending point based on the location of the digital 

8 representation of the recipient; 

9 selecting a preliminary rendering point on a vector that extends 

10 from said starting point to said ending point; 

1 1 calculating an offset according to an offset function based at least 

12 in part on the position of said preliminary rendering point along said vector; 

13 determine a final rendering point by adding said offset to said 

14 preliminary rendering point; and 

15 rendering said textured message at said final rendering point; 

1 6 wherein said offset function is equal to zero at said starting point and said ending 

17 point, thereby ensuring smooth rendering of said textured message. 

1 78. The method of claim 77, wherein said offset function is a 

2 sinusoidal function. 

1 79. The method of claim 77, further comprising the step of: 

2 receiving path information, wherein said path information includes 

3 said offset function. 

1 80. The method of claim 77, further comprising the step of: 

2 receiving path information from the sender, wherein said path 

3 information includes said offset function. 
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1 81. The method of claim 77, further comprising the step of: 

2 receiving path information from the sender, wherein said path 

3 information includes said offset function and is indicative of the identity of the 

4 sender. 

1 82. A method for delivering a message from a sender to a recipient in 

2 a three-dimensional multi-user environment wherein the recipient has a viewport 

3 into the three-dimensional multi-user environment and the sender and the 

4 recipient are each digitally represented therein, comprising the steps of: 

5 periodically checking a transition state; 

6 if said transition state is "just arrived", mapping the message to a 

7 texture to generate a textured message and changing said transition state to "3D 

8 transition"; 

9 if said transition state is "3D transition", rendering said textured 

10 message at locations along a path in the three-dimensional multi-user 

1 1 environment and changing said transition state to "2D transition"; 

12 if said transition state is "2D transition", displaying a 2D transition 

13 animation and changing said transition state to "in list"; and 

14 if said transition state is "in list" , displaying said textured message 

15 as a two-dimensional element on the recipient viewport. 

1 83 . A method for delivering a message from a sender to a recipient in 

2 a three-dimensional multi -user environment wherein the sender and recipient are 

3 each digitally represented therein, comprising the steps of: 

4 mapping the message to a texture to generate a textured message; 

5 rendering said textured message in the three-dimensional multi- 

6 user environment so as to permit the recipient to visually ascertain the location 

7 of the digital representation of the sender. 
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1 84. The method of claim 83, wherein the rendering step includes 

2 rendering said textured message in the three-dimensional multi-user environment 

3 clo ser to the digital representation of the sender than to the digital representation 

4 of the recipient, and subsequently rendering said textured message in the three- 

5 dimensional multi-user environment closer to the digital representation of the 

6 recipient than to the digital representation of the sender. 

1 85. The method of claim 84, wherein said message is sent to the 

2 recipient over the Internet. 

1 86. A computer program product comprising a computer useable 

2 medium having computer program logic for enabling at least one processor in a 

3 computer system to provide a recipient interface to a three-dimensional multi-user 

4 environment that includes a recipient viewport and to receive a message from a 

5 sender, wherein said three-dimensional multi-user environment maintains a 

6 digital representation of the sender, said computer program logic comprising: 

7 means for enabling at least one processor to receive a message; 

8 means for enabling at least one processor to map said message to 

9 a texture to generate a textured message; 

10 means for enabling at least one processor to render said textured 

1 1 message in the three-dimensional multi-user environment so as to indicate the 

12 location of the digital representation of the sender on the recipient viewport. 

1 87. The computer program product of claim 86, further comprising 

2 means for enabling at least one processor to display said textured message as a 

3 two-dimensional element on the recipient viewport after rendering said textured 

4 message in the three-dimensional multi-user environment. 
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Method, System and Computer Program Product for the 
Delivery of a Chat Message in a 3D Multi-User Environment 

Abstract 

A chat system, method and computer program product for delivering a 
5 message between a sender and a recipient in a three-dimensional (3D) multi-user 

environment, wherein the 3D multi-user environment maintains respective 
digital representations of the sender and the recipient, uses a recipient interface 
to receive a message, map the message to a texture to generate a textured 
message, and render the textured message in the 3D multi-user environment so 
10 as to permit the recipient to visually ascertain the location of the digital 

representation of the sender in the 3D world. Received messages are mantained 
as two-dimensional elements on a recipient viewport. 
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Declaration for Patent Application 



Docket Number: 1874,0060000 

As a below named inventor, I hereby declare that: 

My residence, post office address and citizenship are as stated below next to my name. 

I believe 1 am the original, first and sole inventor (if only one name is listed below) or an original, first and joint inventor (if plural 
names are listed below) of the subject matter that is claimed and for which a patent is sought on the invention entitled Method. 
System and Computer Program Product for the Delivery of a Chat Message in a 3D Multi-User Environment . the specification 
of which is attached hereto unless the following box is checked: 

□ was filed on ; 



as United States Application Number or PCT International Application Number ; and 

was amended on . (if applicable), 

I hereby state that 1 have reviewed and understand the contents of the above identified specification, including the claims, as 
amended by any amendment referred to above, 

J acknowledge the duty to disclose information that is material to patentability as defined iti 37 C.F.R. § 1 ,56. 

! hereby claim foreign priority benefits under 35 U.S.C. § 1 19(a)-(d) or § 365(b) of any foreign application (s) for patent or 
inventor's certificate, or § 365 (a) of any PCT international application, which designated at least one country other dian the Uu ited 
States listed below, and have also identified below any foreign application for patent or inventor's certificate, or PCT international 
application having a filing date before that of the application on which priority is claimed. 

Prior Foreign Application(s) Priority Claimed 

_____ G Yes □ No 

(Application No.) (Country) (Day/Month/Year Filed) 



(Application No.) (Country) (Day/Month/Year Filed) 

I hereby claim the benefit under 35 U.S.C § 1 19(e) of any United States provisional application(s) listed below. 



(Application No.) 



(Application No.) (Filing Date) 

1 hereby claim the benefit under 35 U.S.C. § 120 of any United States application(s), or under § 365(c) of any PCT international 
application designating the United States, listed below and, insofar as the subject matter of each of the claims of this application 
is not disclosed in the prior United States or PCT international application in the manner provided by the first paragraph of 35 
U.S.C. § 112, 1 acknowledge the duty to disclose information that is material to patentability as defined in 37 C.F.R. § K56that 
became available between the filing date of the prior application and the national or PCT international filing date of this 
application, 



(Application No.) (Filing Date) (Status - patented, pending, abandoned) 



(Application No.) (Filing Date) (Status - patented, pending, abandoned) 
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Appl. No.: To be assigned 
Docket No.: 1 874,0060000 

Send Correspondence to: Sterne, KESSLer, Goldstein & Fox P.L.uc. 

1 100 New York Avenue, N.W. 

Suite 600 
Washington, D.C. 20005-3934 

Direct Telephone Calls to: (202) 371-2600 

[ hereby declare that all statements made herein of my own knowledge are true and that all statements made on information and 
belief are believed to be true; and further that these statements were made with the knowledge that willful false statements and 
the like so made are punishable by frae or imprisonment, or both, under Section 1003 of Title IS of the United States Code and 
that such willful false statements may jeopardize the validity of the application or any patent issued thereon. 



Full name of sole or fust inventor 


William D. Harvey 




Signature of sole Of first inventor 






Residence 


Palo Alto, California 




Citizenship 


United States 




Post Office Address 


432 High Street, #101 




Palo AIW, California 94301 U.S.A. 


FwlJ name of second inventor 


Jason G. McHugh 




Signature of second inventor 






Residence 


East Palo Alto, California 




Citizenship 


United States 




Post Office Address 


30 Newell Road, #15 




East Falo Alto, California 94303 U.S.A. 


Full name of third inventor 


Fernando J. Paiz 




Signature of third inventor 


■7-~.^ 




Residence 


Millbrae, California 




Citizenship 


Guatemala 




Post Office Address 


360 VaJlcjo Drive, #97 




MUIbrae, California 94030 U.S.A. 
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(Supply simflar information and signature for subsequent joint inventors, if any) 
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POWER OF ATTORNEY FROM ASSIGNEE 



There . , a corporation, of California . having a principal place of business at 165 Jefferson Drive. Menlo Park. 
California 94025, is assignee of the entire right, title and interest for the United States of America fes defined in 
35 U.S.C. § IQO), by reason of an Assignment to the Assignee executed on 11 tffe/o* . 21 
31 *?/ 3>&/ca and 41 K/yPfCTD of an invention known as Method. System and Computer Program 
Product for the Delivery of^a Chat Message in a 3D Multi-User Environment (Attorney Docket "No. 

1874.00600001 . which is disclosed and claimed in a patent application of the same title by the inventor(s) 1) 
William P. Harvev. 21 Jason Q. McHugh. 31 Fernando J. Paiz and 41 Jeffrey J, Ventrella (said application filed 
herewith at the U.S. Patent and Trademark Office, having Application Number to be assigned 1 . 

The Assignee hereby appoints the foiJowing U.S. attorneys to prosecute tins application and any continuation, 
divisional, continuation-in-part, or reissue application thereof, and to transact all business in the U.S. Patent and 
Trademark Office connected therewith: Robert Greene Sterne, Esq., Reg. No, 28,9 12; Edward J. Kessler, Esq., Reg. 
No. 25,688; Jorge A. Goldstein, Esq., Reg. No- 29,021; Samuel L. Fox, Esq., Reg. No. 30,353; David K.S. 
Cornwall, Esq., Reg. No. 31,944; Robert W. Esmond, Esq., Reg. No. 32,893; Tracy-Gene G. Durlcin, Esq., Reg. 
No. 32,83 1 ; Michele A. Cimbala, Esq., Reg. No. 33,851 ; MichaelB, Ray, Esq., Reg. No. 33,997; Robert E. SokohL 
Esq., Reg. No. 36,013; Eric K. Steffe, Esq., Reg.No. 36,688, Michael Q. Lee, Esq., Reg. No. 35,239; Steven R. 
Ludwig, Esq., Reg. No. 36,203; Raz E. Fleshner, Esq., Reg. No. 34,331; John M. Covert, Esq., Reg. No. 38,759; 
and Linda E- Alcorn, Esq., Reg, No. 39,588. The Assignee hereby grants said attorneys the power to insert on this 
Power of Attorney any further identification that may be necessary or desirable in order to comply with the rules 
of the U.S. Patent and Trademark Office. 

Send correspondence to: 

Sterne, Kessler, Goldstein & fox px.l.c 
1 100 New York Avenue, N. W. 
Suite 600 

Washington, D.C. 20005-3934 
U.S.A. 

Direct phone calls to 202-371-2600. 



FOR: 
SIGNATURE: 



TITLE: 
DATE: 



William D. Harvey 
Executive Vice President - Products 



©Sterne, Kessiupr, Ooldstein &. fox p.l.w, 2000 
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Certificate Under 37 C.F.R. § 3.73(b) 

Applicant/Patent Owner: William P. Harvey. Jason G. McHugh. Fernando J. Paiz and Jeffrey J, Ventrella 
Application No./Patent No.: To be assigned Filed/Issue Date: Herewith 



Entitled: Method. System and C omputer Program Product for the Delivery of a Chat Message in a 3D Multi-User 
Environment _ 



There 



states that it is: 

1 . [X] the assignee of the entire right, title, and interest, or 

1- [ ] an assignee of an undivided part interest 

in the patent application/patent identified above by virtue of either: 

A. [X] An Assignmemfromthekiventqr(s)ofthepatemapplicatioii/patentidentifiedabove. The assignment was 

recorded in the Patent and Trademark: Office at Reel Frame , or for which a copy thereof is 

attached, 

OR 

B. [ ] A chain of title from the inventory) of the patent application/patent identified above to the current assignee 

as shown below: 



The document was recorded in the Patent and Trademark Office at 

Reel - Frame , or for which a copy thereof is attached. 



The document was recorded in the Patent and Trademark Office at 

Reel Frame r .. , or for which a copy thereof is attached. 



The document was recorded in the Patent and Trademark Office at 

Reel > Frame , or for which a copy thereof is attached. 

[ ] Additional documents in the chain of title are listed on a supplemental sheet. 

[ ] Copies of assignments or other documents in the chain of title are attached. 

fNOTE: A separate copy (i,e., the original assignment document or a true copy of the original 
document) must be submitted to Assignment Division in accordance with 37 CFR Part 3, if the 
assignment is to be recorded in the records of the PTO. See MPEP 302-302.8] 

The undersigned (whose title is supplied below) is empowered to act on behalf of the assignee. 

Date: ^ i^/dO 

Name: William P. Harvcv i 



Title; Executive Vice President - Products 



Signature: 

P:WSE»S\M(CTfSLL£VToni\IS7<1. 



ASSIGNMENT 



In consideration of the sum of One Dollar ($ 1 ,00) or equivalent and other good and valuable consideration 
paid to each of the undersigned iiiventor(s): 11 William D. Harvey. 21 Jason G, McHuah. 31 Fernando J. Paiz and 
41 Jeffrey J . Ventre 11a . the undersigned inventor(s) hereby seli(s) and assign(s) to There (the Assignee) his/her 
entire right, title and interest, including the right to sue for past infringement and to collect for all past, present and 
future damages: 

check applicable box(es) H for the United .States of America (as defined in 35 U.S.C. § 1 00), 
B and throughout the world, 

(a) in the invention(s) known as Method, System and Computer Program Product for the 
Del iverv of a Chat Menage in a 3D Multi-User Environment for which application(s) for patent 
in the United States of America has (have) been executed by the undersigned on 1) tff W f.rf , a 
2l^/3o/flj .3) ?/3<y<3?and41 'x/^Q^W? (also known as United States Application 
Mo. to be assigned . filed herewith 1. in any and all applications thereon, in any and all Letters 
Patent(s) therefor, and 

(b) in any and al) applications that claim the benefit of the patent application listed above in part 
(a), including continuing applications, reissues, extensions, renewals and reexaminations of the 
patent application or Letters Patent therefor listed above in part (a), to the full extent of the term 
or terms for which Letters Patents issue, and 

(c) in any and all inventions described in the patent application listed above in part (a), and in any 
and all forms of intellectual and industrial property protection derivable from such patent 
application, and that are derivable from any and all continuing applications, reissues, extensions, 
renewals and reexaminations of such patent application including, without limitation, patents, 
applications, utility models, inventor's certificates, and designs together with the right to file 
applications therefor; and includingthe right to claim the same priority rights from any previously 
Filed applications under the International Agreement for the Protection of Industrial Property, or 
any other international agreement, or the domestic laws of the country in which any such 
application is filed, as may be applicable; 

all such rights, title and interest to be held and enjoyed by the above-named Assignee, its successors, legal 
representatives and assigns to the same extent as all such rights, title and interest would have been held and enjoyed 
by the Assignor had this assignment and sale not been made. 

The undersigned inventor(s) agree(s) to execute all papers necessary in connection with the application(s) 
and any continuing (continuation, divisional, or continuation-in-part), reissue, reexamination or corresponding 
application(s) thereof and also to execute separate assignments in connection with such application(s) as the 
Assignee may deem, necessary or expedient. 

The undersigned inventors) agree(s) to execute all papers necessary in connection with any interference 
or patent enforcement action (judicial or otherwise) related to the appiication(s) or any continuing (continuation, 
divisional, or continuation-in-part), reissue or reexamination application(s) thereof and to cooperate with the 
Assignee in every way possible in obtaining evidence and going forward with such interference or patent 
enforcement action. 

The undersigned inventor(s) hereby represent(s) that he/she has full right to convey the entire interest 
herein assigned, and that he/she has not executed, and will not execute, any agreement m conflict therewith. 

The undersigned inventor(s) hereby grant(s) Robert Greene Sterne, Esquire, Registration No. 28,912; 
Edward J. Kessler, Esquire, Registration No. 25,688; Jorge A- Goldstein, Esquire, Registration No. 29,021 ; Samuel 
L. .Fox, Esquire, Registration No. 30,353; David K.S. Cornwell, Esquire, Registration No. 31,944; Robert W. 
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Esmond, Esquire, Registration No. 32,893; Tracy-Gene G. Durkin, Esquire, Registration No. 32,83 1; Michele A. 
Cimbala, Esquire, Registration No. 33,851 ; Michael B. Ray, Esquire, Registration No. 33,997; Robert E. Sokohl, 
Esquire, Registration No. 36,013; Eric K. Steffe, Esquire, Registration No. 36,683; Michael Q. Lee, Esquire! 
Registration No. 35,239; Steven R. Ludwig, Esquire, Registration No. 36,203; Raz E. Fleshner, Esquire,' 
Registration No. 34,331; John M. Covert, Esquire, Registration No. 38,759; and Linda E. Alcorn, Esquire! 
Registration No. 39,558; all of STEKNE, Kessler, GOLDSTEIN & FOXF.L.L.C. , 1 100 New York Avenue, N.W., Suite 
600, Washington, D.C 20005-3934, power to insert in this assignment any further identification that may be 
necessary or desirable in order to comply with the rules of the United States Patent and Trademark Office for 
recordation of this document. 

JN WITNESS WHEREOF, executed by the undersigned inventor{s) on the date opposite his/her name. 
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